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JAPANESE INDUSTRIAL STANDARD JIS
‘ Rivets of Brake Linings and Clutch Facings for Automobiles D 4312-1990

1.  Scope

This Japanese Industrial Standard specifics the rivets of brake linings and clutch facmgs tfo
be used for automobiles (hereafter referred to as the "rivets"). S

2. Types and Symbols

The types and symbols of the rivets shall be as given in Table 1 according to shapes.

¥ Table 1. Typés
Type Symbol
Countersunk head tubular rivet R
‘ Cylinder head tubular rivet F

3. Mechanical Properties

3.1 Toughness of Head The rivet, when tested in accordance with the requirements of 8.1,
‘ shall neither cause breakage nor cause crackings and fissures. However, the countersunk head
tubular rivet is exempted from application.

3.2 Caulking Property The rivet, when tested in aceordance with the requirements of 8. 2,
shall neither cause transversal cracks nor cause other injurious cracks in use.

Furthermore, if it is required, particularly regarding longitudinal cracks also, to determine
the degree thereof, it shall be as agreed between the parties concerned with delivery.

4, Shapes and Dimensions

The shapes and dimensions of the rivets shall be as given in Attached Tables 1 and 2.

5. Appearance

The surfaces of the rivets shall be smooth and be free from injurious defects such as cracks,
fissures, burrs and rust.
6. Materials

The materials of the rivets shall be as given in Table 2.

Table 2. Materials

' . Type Materials

C 2600 W or C 2700 W of JIS H 3260
SWRM 12 of JIS G 3505

SWRCH 6 A of JIS G 3507

SV of JIS G 3104

Countersunk head tubular rivets

Cylinder head tubular rivets

7. Surface Treatment

In the case where the surface treatment of plating and others are required, it shall be as
agreed between the parties concerned with delivery.

Applicable Standards:
JIS G 3104-Steel Bars for Rivet
JIS G 3505-Low Carbon Steel Wire Rods
JIS G 3507-Carbon Steel Wire Rods for Cold Heading and Cold Forging
' JIS H 3260-Copper and Copper Alloy Wires )
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