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JAPANESE INDUSTRIAI STANDARD ' JIS

Windscreen Demisting Equipment for D 4502-1984
Passenggr Cars

1. Scope

This Japanese Industrial Standard specifies the demisting
performances and their testing methods of the windscreen demisting
equipment, hereinafter referred to as the "defrosters", for the
passenger cars specified in JIS D 0101. -

Furthermore, this standard is also applicable to that of which
construction is in accordance with the passenger car, as appropriate.

Remark: In this standard, numerical values and units given in{ }
are in accordance with the Internatiomal System of Units
(s1).
2. Definitions

For the purposes of this standard, the following definitions apply:

(1) daylight opening Within a front glass surface, that light
transmitting part which has not been shaded with glass holding
members, decorative members and the like.

(2) demist That operation which removes the condensed film of
molsture covering the interior surface of the daylight opening.

(3) specific demisted area The area on the interior surface of a
daylight opening (abbreviated as "D".) sectioned by the
intersecting lines of the tangentlal planes, upper and lower
and left and right, to an eye range with the interilor surface
of the daylight opening. However, the part of 25 mm, along the
glass surface, from the extreme end of the daylight opening is
to be excluded (see Fig. 1).

(4) effective demisted area When a defroster has been operated,
that area, within the specific demisted area on the interior
surface of the daylight opening, which is demisted by the
defroster (abbreviated as "D;").

(5) demisted area ratio A percentage representation of the ratio
of the effective demlsted area to the actual area within the.
specific demisted area,

Demisted area ratio = (/D) x 100%

Applicable Standards, International Corresponding Standard and
Reference Standards: See page 6.
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