JIS Dx4b10 87 W 4933L08 DO42204 & WA |

~—

UDC 629.113.042+629.113.042.002.72 : 621.88 : 539.4]539.4

JAPANESE INDUSTRIAL STANDARD

Strength of Seats and of
Seat Anchorages for
Passenger Cars

JIS D 4610+

Translated and Published

by

Jabanese Standards Association
@
} | Documents

Printed in Japan @9

D 461g! documen t details: JIS D 4610 0



http://www.avadocuments.com/doc/jis-d-4610-0
http://www.avadocuments.com/doc/jis-d-4610-0

JIS Dx4bLL0 47 WA 4933L08 0042205 T HE

In the event of any doubt arising,

the original Standard in Japanese is to be final authority.

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards =
Mon Augli220L1R9eb%: R@kbils: JIS D 4610 O



http://www.avadocuments.com/doc/jis-d-4610-0
http://www.avadocuments.com/doc/jis-d-4610-0

‘JIS DX4LL0 47 BN 4933608 0042206 L BN |

UDC ‘629.1 13.042+629.113.042.002.72:
621.881539.4

. JAPANESE INDUSTRIAL STANDARD JIS

Strength of Seats and of Seat D 4610-1987
Anchorages for Passenger Cars

1. Scope

This Japanese Industrial Standard specifies strength of seats and seat
anchorages for passenger cars. However, this Standard is not applicable for
side-facing seats, folding seats provided on such floors mainly used for other than
seats as passage and rear body, and seats the removal of which is necessary when
the inspection before running is carried out.

Remark; The units and numerical values shown in { } in this Standard are
based on traditional unit system and are currently the criteria in
force.

. 2. Definitions

For the purpose of this Standard, the following principal definitions shall
apply:

(1) seat A device on which a passenger sits down, including its accessories.

(2) seat frame An assembly which forms the frame of a seat, and consists
of metals or hard materials.

(3) seat adjuster A device by which the seat or its parts is adjusted to a
position suited to the morphology of the seated occupant. There are
longitudinal, vertical, angular and rotational controls as its function.

(4) seat locking device A device ensuring that the seat and its parts are
maintained in the position of use. It is generally built in a seat adjuster.

(5) seat unlocking device An unlocking device for the seat lock having no
. intermediate fixing position. It is provided for convenience of getting in
- and out from the place behind the seat.

Applicable Standards:
JIS D 0024-Road Vehicles-procedure for H-point Determination
JIS D 4609-Seat Belt Installation and Anchorages for Passenger Cars

Reference Standard:

JIS D 4606-Head Restraints for Automobiles Occupants
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