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JAPANESE INDUSTRIAL STANDARD JIS

Vehicle Identification Number D 4901-1982

1. Scope

This Japanese Industrial Standard specifies the indicating symbol and
number of identification number and indicating method thereof to be indicated
on the road vehicles, hereinafter referred to the "vehicles" prescribed in
JIS D 0101. : '

2. Definitions

For the purposes of this standard, the following definitions apply:

(1) vehicle identification number (VIN: The abbreviation of vehicle iden-
tification number. Hereinafter referred to as the "VIN".) A number
which is indicated, for the purpose of identifying individual vehicles,
by a combination of Roman letters or numerals.

Remark: VIN is composed of 3 sections of a world manufacturer
identifier, vehicle specification section and vehicle indicator
section, and is combined in this order.

Furthermore, those other than the world manufacturer
identifier are to be established by the manufacturer.

(2) world manufacturer identifier (WMI: The abbreviation of world manu-
facturer identifier. Hereinafter referred to as the "WMI".) A specific
code given to each manufacturer, for the purpose of indicating the
manufacturer of vehicles.

(3) vehicle descriptor section (VDS: The abbreviation of vehicle descriptor
section. Hereinafter, referred to as the "VDS".) That section which
indicates the specifications of a vehicle.

(4) wvehicle indicator section (VIS: The abbreviation 'of vehicle indicator
section. Hereinafter referred to as the "VIS".) That section for iden-
tifying the vehicle of the same VDS.
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