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Foreword 

This translation has been made based on the original Japanese Indus­
trial Standard revised by the Minister of Economy, Trade and Industry 
through deliberations at the Japanese Industrial Standards Committee 
as the result of proposal for revision of Japanese Industrial Standard 
submitted by Society of Automotive Engineers of Japan (JSAE) with 
the draft being attached, based on the provision of Article 12 Clause 1 
of the Industrial Standardization Law applicable to the case of revision 
by the provision of Article 14. 

Consequently JIS D 5011 : 1992 is replaced with this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard 
may conflict with a patent right, application for a patent after opening 
to the public or utility model right. The relevant Minister and the 
Japanese Industrial Standards Committee are not responsible for iden­
tifying the patent right, application for a patent after opening to the 
public or the utility model right. 
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JAPANESE INDUSTRIAL STANDARD JIS D 5011 : 2011 

Road vehicles-Electrical/electronic switching devices­
Shapes, dimensions, functional allocation and arrangement 

of terminals 

Introduction 

This Japanese Industrial Standard has been prepared based on the first editions of 
ISO 7588-1 and ISO 7588-3, which were published in 1998 and have been confirmed as 
a result of the regular review in 2008, for the corresponding parts related to shapes, 
dimensions, functional allocation and arrangement of terminals without modifying the 
technical contents, except for the specification regarding flashers given in ISO 7588-1 
which is not associated with this Standard and therefore deleted. However, two items, 
namely classification and symbols, which are not stated in the corresponding Interna­
tional Standard, have been added to this JIS as original Japanese Industrial Standard 
specifications. 

The portions with continuous sidelines or dotted underlines are the matters not in­
cluded in the corresponding International Standards, or the matters in which the con­
tents of the corresponding International Standards have been modified. A list of modi­
fications with explanations is given in Annex JA. 

1 Scope 

This Standard specifies the shapes, dimensions, functional allocation and arrange­
ment of the plug-fit socket type electronic switching devices (hereafter referred to as 
the "relays") to be used in road vehicles. 

NOTE: The International Standards corresponding to this Standard and the 
symbol of degree of correspondence are as follows: 

ISO 7588-1:1998 Road vehicle~ElectricaJ/electronic switching device~Part 
1: Relays and Dashers 

ISO 7588-3:1998 Road vehicle~ElectricaJ/electronic switching device~Part 
3:Microrelays (Overall evaluation: MOD) 

In addition, symbols which denote the degree of correspondence in the 
contents between the relevant International Standards and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to 
ISO/lEe Guide 21-1. 

2 Normative reference 

The following standard contains provisions which, through reference in this text, 
constitute provisions of this Standard. For standard indicated below, only the edition of 
the indicated year shall be applied and any revisions (including amendments) made 
thereafter shall not be applied. 
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ISO 8092-1:1996 Road vehicle~Connections for on-board electrical wiring har­
nesse~Part 1: Tabs for single pole connection~Dimensions and 
specific requiremen ts 

2A Classification and symbols 

The classification and symbols are as shown in table 1. 

Table 1 Classification and symbols of relays 

Classifica tion Function Symbol 

Type A Break contact type a) Al 

Make contact type b) A2 

Change-over contact type c) A3 

TypeB Break contact type a) Bl 

Make contact type b) B2 

Change-over contact type c) B3 

TypeM Break contact type a) Ml 

Make contact type b) M2 

Change-over contact type c) M3 

NOTE: Type A corresponds to Type A relays in ISO 7588-1, Type B to Type 

B relays in ISO 7588-1 and Type M to microrelays in ISO 7588-3. 
Notes a) A type of relay whose switching contact is closed when the relay 

coil is not energized 
b) A type of relay whose switching contact is open when the relay coil 

is not energized 
c) A type of relay whose switching circuit can be changed from "closed" 

to "open" when the relay coil is energized 

3 Terms and definitions 

(The corresponding International Standard cites ISO 8092-2 for terms and defini­
tions to be specified in this clause. However, this clause is considered unnecessary in 
this Standard and therefore deleted.) 

4 Dimensions and other requirements 

4.1 General 

Dimensions and other requirements are specified in 4.2 to 4.4. All corresponding di­
mensions also apply if less than five terminals are fitted. 

The dimensions of socket apertures given in Annex A are for information only. 

The functional allocation of relay terminal is specified in clause 5. 

4.2 Positioning zones of the terminals and socket apertures 

4.2.1 Location of terminals and apertures-True position 

The true position of location of terminals and apertures shall be as shown in figure 1. 
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