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This Japanese Industrial Standard has been established by the Minister 
of Economy, Trade and Industry through deliberations at the Japanese 
Industrial Standards Committee according to the proposal for establish-
ment of Japanese Industrial Standard submitted by Battery Association 
of Japan (BAJ)/Japanese Standards Association (JSA) with a draft being 
attached, based on the provision of Article 12, paragraph (1) of the In-
dustrial Standardization Act. 

This JIS document is protected by the Copyright Act. 

Attention is drawn to the possibility that some parts of this Standard 
may conflict with patent rights, published patent application or utility 
model rights. The relevant Minister and the Japanese Industrial Stand-
ards Committee are not responsible for identifying any of such patent 
rights, published patent application or utility model rights. 
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Lead-acid batteries for vehicles with stop and start system 

 

Introduction 

  This Japanese Industrial Standard has been prepared based on IEC 60095-6 : 2019, 
Edition 1, with some modifications of the technical contents so that it is applicable to 
vehicles equipped with stop and start system (hereafter referred to as vehicles with 
stop and start system) which are widely distributed in the Japanese market. 

  The vertical lines on both sides and dotted underlines indicate changes from the cor-
responding International Standard. A list of modifications with the explanations is 
given in Annex JD. Annex JA to Annex JC are unique to JIS and not given in the cor-
responding International Standard. 

1  Scope 

  This Standard specifies requirements for lead-acid batteries with a nominal voltage 
of 12 V, used for e.g. the starting of internal combustion engines, lighting and ignition 
of vehicles with stop and start system. This Standard is not applicable to valve regu-
lated lead-acid batteries (VRLA batteries). 

NOTE 1 Vehicles mentioned in this Standard refer to e.g. automobiles specified 
in JIS D 0101 and do not include commercial vehicles intended for 
business use such as delivery trucks, taxis, and buses. 

NOTE 2 The International Standard corresponding to this Standard and the 
symbol of degree of correspondence are as follows. 

 IEC 60095-6 : 2019  Lead-acid starter batteries — Part 6 : Batteries for 
micro-cycle applications (MOD) 

   In addition, symbols which denote the degree of correspondence in the 
contents between the relevant International Standard and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to 
ISO/IEC Guide 21-1. 

2  Normative references 

  The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. For standards with the year indication, only the 
editions of the indicated year shall be applied and the revisions (including amend-
ments) made thereafter shall not be applied. For those without the indication of the 
year, the most recent editions (including amendments) shall be applied. 

JIS B 7414 Glass thermometers 

JIS B 7507 Vernier, dial and digital callipers 

JIS B 7525-1 Hydrometers — Part 1 : Density hydrometers 

JIS C 1102-2 Direct acting indicating analogue electrical measuring instruments 
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and their accessories Part 2 : Special requirements for ammeters 
and voltmeters 

JIS D 5301 : 2019  Lead-acid starter batteries 

JIS K 6999 Plastics — Generic identification and marking of plastics products 

3  Terms and definitions 

  For the purpose of this Standard, the following terms and definitions apply. 

3.1 

full charge 

state of battery charge such that the charging produces no increase of capacity 
NOTE It indicates the state of a battery charged in accordance with 9.2. 

3.2 

nominal voltage 

voltage used to designate a battery voltage 
NOTE Generally, a voltage slightly lower than the electromotive force at a full 

charge is applied. For the lead-acid batteries, it is 2 V per unit cell. 

3.3 

nominal reserve capacity, RCn 

period of time (in min) for which a fully charged battery can maintain a discharge cur-
rent of 25 A to a cut-off voltage of 10.5 V at a temperature of 25 °C 

3.4 

effective reserve capacity, RCe 

period of time (in min) for which a fully charged battery is continuously discharged 
with a constant current of 25 A ± 0.25 A to a voltage of 10.50 V ± 0.05 V at a steady 
temperature of 25 °C ± 2 °C 

NOTE The resultant discharge time, in minutes, is generally used for the veri-
fication of RCn. 

3.5 

nominal 20 h capacity, C20,n  

electric quantity that a fully charged battery can supply with the 20 h current to a 
cut-off voltage of 10.5 V at 25 °C 

3.6 

effective 20 h capacity, C20,e 

product of the 20 h current and the period of time for which a fully charged battery can 
be continuously discharged with the 20 h current to a voltage of 10.50 V ± 0.05 V at a 
steady temperature of 25 °C ± 2 °C 
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NOTE The resultant electric charge is used for the verification of C20,n. 

3.7 

20 h current, I20 

current (A) which expresses the amount of charging current and discharging current of 
the battery, and is obtained by dividing nominal 20 h capacity by 20 

3.8 

nominal cold cranking ampere, Icc 

current used as a scale expressing the engine cranking performance of battery, which 
is specified to be discharged at a temperature of –18 °C with the voltage being 7.2 V or 
over after 30 s from the start of discharge 

3.9 

cut-off voltage 

voltage of a battery terminal at which the battery discharge is terminated 

3.10 

charge acceptance 

characteristics of a discharged battery which shows the ease of increasing its state of 
charge 

  The charging current which is measured under a specified condition is used as an 
index. 

3.11 

regenerative charge acceptance 

characteristics of a discharged battery which shows the ease of increasing its state of 
charge in a short amount of time 

  The charged electric quantity, Qca, which is measured under a specified condition is 
used as an index. 

3.12 

water consumption 

amount of battery electrolyte decreased during overcharge of a battery 

3.13 

low water loss battery 

battery whose water consumption is less than 4 g/Ah 

3.14 

very low water loss battery 

battery whose water consumption is less than 1 g/Ah 
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3.15 

charge retention 

cranking performance of a filled charged battery which has been stored on open circuit 
under specified temperature and time conditions 

3.16 

vibration resistance 

ability of a battery to maintain service under periodic or irregular acceleration 

3.17 

electrolyte retention 

ability of a battery to contain its electrolyte under specified mechanical conditions 

3.18 

stop and start cycle endurance 

endurance performance of a battery when it is subjected to repetitive cycles of charging 
and preceding discharge of the electric quantity which is equivalent to the vehicle’s 
electric load when the vehicle is in an idling stop condition and to the energy required 
for restarting 

3.19 

corrosion test 

endurance test for evaluating the corrosion observed when a battery is subjected to re-
petitive cycles of specified charging and leaving 

3.20 

50 % DOD endurance 

endurance performance of a battery when it is subjected to repetitive cycles of 50 % 
DOD (depth of discharge) discharge and charging up to a specified state of charge 

3.21 

17.5 % DOD endurance 

endurance performance of a battery when the battery in a partially discharged state is 
subjected to repetitive cycles of frequent 17.5 % DOD discharge and charging 

3.22 

dry charged battery 

battery into which the appropriate electrolyte is transferred for activation, immediate-
ly prior to use (see Annex JC) 

3.23 

nominal 5 h capacity, C5,n 
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electric quantity that a fully charged battery can supply with the 5 h current to a 
cut-off voltage of 10.5 V at 25 °C (see Annex JC) 

3.24 

effective 5 h capacity, C5,e 

product of the 5 h current and the period of time for which a fully charged battery can 
be continuously discharged with the 5 h current to a voltage of 10.50 V ± 0.05 V at a 
steady temperature of 25 °C ± 2 °C (see Annex JC) 

NOTE The resultant electric charge is used for the verification of C5,n. 

3.25 

5 h current, I5 

current (A) which expresses the amount of charging current and discharging current of 
the battery, and is obtained by dividing 5 h capacity by 5 (see Annex JC) 

4  Classification 

  Batteries shall be classified according to a type composed of the following symbols 
and numerals : 

— a symbol showing “configuration type”; 

— a numeral showing “rank of performance”; 

— a symbol showing “polarity position of terminals”; 

— a symbol showing “terminal classification”. 

  The types shall be as given in Table JB.1. 

5  Marking 

  The batteries conforming to all requirements in this Standard shall carry the mark-
ing of the following information at a conspicuous place. 

a) Type, as given in Table JB.1. 

b) Manufacturer’s name or abbreviation 

c) Year and month of manufacture or manufacturing date, or their abbreviations 

  The following is an example of abbreviation for the manufacturing date. 

Example : 02 11 19 (02 November 2019) 
 (Day) (Month) (Year) 

d) Safety labelling  The batteries shall be marked with symbols for safety. The indi-
vidual symbols shall have a side length of 10 mm or longer as shown in Figure 1 c). 
The description of safety symbols shown in Figure 1 b) should be stated in the vi-
cinity of the symbols. The symbols should be as specified in ISO 7010 [see Figure 1 
a) and Figure 1 b)]. 
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— No open flame 
— Wear eye protection 
— No children allowed 
 
— Warning : Corrosive substance 
— Refer to instruction manual/ 
 booklet 
— Warning : Explosive material 

 

 

a)  Safety symbols (ISO 7010) 
(reference) 

b)  Description of safety symbols 
(reference) 

c)  Dimensions 
 

NOTE For colours of safety symbols, refer to ISO 7010, P003, M004, P036, W023, M002 and 
W002. 

Figure 1  Safety labelling 
 
e) Marking of materials, as specified in JIS K 6999. 

Example > PP/PE < 
f) Marking of the polarity  The batteries shall carry the marking of polarity, at least 

of the positive terminal. The marking of positive polarity shall take the form of the 
symbol “+” either on the upper surface of the lid adjacent to the positive terminal 
or on the positive terminal. If the negative polarity is also marked, the marking 
shall take the form of the symbol “–” either on the upper surface of the lid adjacent 
to the negative terminal or on the negative terminal. 

g) Polarity positions of terminals  Requirements for polarity positions of terminals 
are specified in Figure 2 and Figure 4. For reference, the letter “R” shall be suffixed 
to the designation of performance rank of the type when terminals are arranged as 
shown in Figure 3 (see Table JB.1). 

 

  
 

Top view with terminals in 
sight 
○＋ : position of positive 

terminal 
○－ : position of negative 

terminal 

Top view with terminals in 
sight 
○＋ : position of positive 

terminal 
○－ : position of negative 

terminal 

Top view with terminals in sight 
○＋ : position of positive terminal 
○－ : position of negative terminal 

Figure 2  Batteries of 
configuration type J to U 

Figure 3  Batteries of 
configuration type J to U 

with R suffixed to des-
ignation of performance 
rank of type (reference) 

Figure 4  Batteries of config-
uration type V to X 
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