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JAPANESE INDUSTRIAL STANDARD JIS
"Electric Horns for Automobiles D 5701-1974

1. Scope

This standard specifies electric horns for use of automobiles, hereinafter refer-
red to as the "horn!,

2. Nominal Voltage

The nominal voltage of horn shall be 6 V, 12 V or 24 V,
3. Type

The type shall be as shown in Table 1 according to the shape and external diameter
(See Attached Table).

Table 1
Type Nominal external diameter
Swirl 130 115 100 90
Pan 155 125 115 100 75
Trumpet Not specified

Applicable Standards:

JIS B 0205-Metric Coarse Screw Threads

JIS B 0209—Li'mits of Sizes and Tolerances for Metric Coarse Screw Threads
JIS C 1502-Sound Level Meters

JIS D 0201-General Rules of Electroplating for Automobile Paxrts

JIS D 0202-General Rules of Coating Films for Automobile Parts

JIS D 0203-Method of Moisture, Rain and Spray Test for Automobile Parts
JIS D 0204-Method of High and Low Temperature Test for Automobile Parts
JIS D 1601 —Vibratile Testing Method for Automobile Parts

JIS D 5403-Cable Terminals for Automobiles

JIS Z 8702-Frequency Standard for Musical Instruments

JIS Z 8703-Standard Atmospheric Conditions for Testing

JIS Z 8731-Methods for Measurement of Sound Level

Reference Standard:

ISO 512-1974 (E)-Sound Signalling Device on Motor Vehicles—Acoustic standards
and technical specification ’
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