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JAPANESE INDUSTRIAL STANDARD JI

w

Electric Horns for Automobiles D 5701-1982
(Reaffirmed: 1987)
1. Scope

This Japanese Industrial Standard specifies the horns for automobiles,
hereinafter referred to as the '"horns".

2. Nominal Voltages

The nominal voltages of the horns shall be 6 V, 12 V and 24 V.

3. Types

The types of the horns shall be classified as given in Table 1,
according to shapes and nominal outside diameters (see Attached Table ).

Table 1
Shape Nominal outside diameters
Spiral shape 130 115 100 90
Flat shape 150 130 115 100 90 75

4. Performances

4.1 Test Conditioms

4.1.1 Test Site The test site of the horns shall be the anechoic
room at an ordinary temperature and ordinary humidity specified in JIS
Z 8703 or a site where is not influenced from the reflecting sounds from
surroundings as far as possible, and the influence of the background noises
at this site shall be in accordance with 2.2 of JIS Z 8731.

4.1.2 Test Equipment The test equipment shall be as given in the
following:

(1) In the test of the horn, a well charged battery as power source
or the d.c. power source equivalent to this shall be used, and
the resistance of the wiring circuit from the source to the horn
terminal shall be as given in Table 2.

(2) The sound level meter used shall be that specified in JIS C 1502
or that equal or superior to this, and characteristic—A for the
weighting audio networks and "fast" for the dynamic character-
istic of the indicating instrument shall be used.
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