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JAPANESE STANDARDS AS300IATION
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JAPANESE INDUSTRIAL STANDARD JIS

Electric Windshield D 5704-1983
Washers for Automobiles

1. Scope

This Japanese Industrial Standard specifies the electric windshield
washers used for automobiles, hereinafter referred to as the "washers".

Remark: The units and numerical values given in { } in this
standard are in accordance with the International System
of Units (SI), and are appended for reference.

2. Definitions

The main terms used in this standard mean as follows except as
specified in JIS D 0103.

(1) windshield washer A device for spraying washer solution
onto the front windshield glass of automobiles, consisting
of a washer solution tank, hose, pump, nozzle, controls, and
others.

(2) control  An operating unit for actuating and stopping the
washer.

(3) washer solution A solution used for the washer, consisting
of water with a hardness of within 205 mg CaCO;// or
containing prescribed additives.

Applicable Standards:

JIS C 130l-Insulation Resistance Testers (Magneto Generator i
Operated)

JIS C 1302-Insulation Resistance Testers (Battery Operated)

JIS D 0103-Glossary of Terms Related to Electric Equipments
for Automobiles

JIS D 0201-General Rules of Electroplating for Automobile Parts

JIS D 0203-Method of Moisture, Rain and Spray Test for Automobile
Parts

JIS

=]

5403-Cable Terminals for Automobiles

JIS K 6771-Flexible Vinyl Tube
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