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JIS D570k 74 mm 4933608 DO42517 7 mm

UDC 621, 318.562:629.113.018.2
JAPANESE INDUSTRIAL STANDARD JIS

Horn Relays for Automobiles D 5706-1974

1. Scope

This Japanese Industrial Standard specifies horn relays, hereinafter referred
to as ''relays'', used to operate automobile horns.

2. Nominal Voltage and Rated Load Current

The nominal voltages and rated load currents of relays shall be in accordance
with Table 1.

Table 1
Nominal voltage V Rated load current A
6 25
12 15
24 8

3. Dimensions

3.1 External Dimensions The external dimensions of the relay shall be as
indicated in the Figure. Relays having 2 mounting holes should be avoided where
possible. ’

Applicable Standards:

JIS B 0205-Metric Coarse Screw Threads »

JIS B 0209-Limits of Sizes and Tolerances for Metric Coarse Screw Threads
JIS D 0201-General Rules of Electroplating for Automobile Parts

JIS D 0202-General Rules of Coating Films for Automobile Parts

'JIS D 0203-Method of Moisture, Rain and Spray Test for Automobile Parts
JIS D 0204-Method of High and Low Temperature Test for Automobile Parts
JIS D 5403-Cable Terminals for Automobiles

JIS Z 8703-Standard Atmospheric Conditions for Testing

Reference Standards:
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JIS D 1601-Vibratile Testing Method for Automobile Payti |
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JIS D 5701-Electric Horns for Automobiles
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