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Warning Buzzers for Automobiles D 5712-1973

1. Scope

This standard specifies warning buzzers for automobiles, hereinafter referred
to as the "buzzer'", to be used for warning mostly the occupants on the motor vehicle.

2. Nominal Voltage

The nominal voltage of the buzzer shall be 6 V, 12 V or 24 V.

3. Type and Symbol

The buzzer shall be classified with respect to the sound level into three types
as shown in Table 1 and as well as classified with respect to the frequency of usage
into three types as shown in Table 2.

Table 1. Type and Symbol Classified by Sound Level

Tolerance External Fundamental
Type Symbol Sound le‘l’el of sound diameter: mm| frequency
. dB(AY(H) level dB(A)|(See Fig. 1) Hz
Class 1 1 fc? ?g‘}n‘zjfr 45 and under {500, 800, 1000
Class 2 2 Soer 10t + 10 40 ~ 55 300, 500, 800
Class 3 | 3 Orer 90 to 50 ~ 80 (300, 500
Note (1) "A" means the weighting curve A of the sound level meter.

Remarks 1, Designed value of sound level of the buzzer shall be within this
range.

2. External diameter and fundamental frequency are shown as
recommended values.

3. In the case of the buzzer of rectangular shape, the diagonal
length is regarded as external diameter.

Reference Standards:

JIS C 1502-Sound Level Meters

JIS D 0204~Method of High and Low Temperature Test for Automobile Parts
JIS D 1601-Vibratile Testing Method for Automobile Parts

JIS D 5403-Cable Terminals for Automobiles

JIS Z 8703-Standard Atomospheric Conditions for Testing

JIS Z 8731-Methods for Measurement of Sound Level
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