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‘ ‘ JAPANESE INDUSTRIAL STANDARD JIS

Warning Reflex Reflectors for Automobiles D 5713-1979
(Reaffirmed: 1987)

1. Scope

This Japanese Industrial Standard specifies automobile warning
reflex reflectors to be set up on the road, hereinafter referred to as
the "reflectors”, used for the purpose of informing other vehicles of
the presence of a vehicle which has come to an emergency stop as a
result of an accident, etc.

2., Classification

The reflectors shall be classified into the one-sided type and the
two—-sided type.

3. Structure

Reflectors shall have the following structure:

(1) Reflectors shall comprise a main body having a reflecting plate
and fluorescent marker on one or both sides and a suitable
number of legs with which to stand on the road easily and
stably.

(2) Reflectors shall be constructed so that they can be easily set
up without the use of tools and without causing personal injury,

(3) The main body of the reflector shall lie more or less
perpendicular when the reflector is placed in the normal way on
a level surface.

4, Shape and Dimensions

The main body of the reflector shall be an upright equilateral
. trlangle whose shape and dimensions are as shown in Attached Figure.

Reference Standards:
JIS D 0201-General Rules of Electroplating for Automobile Parts
JIS D 0202-General Rules of Coating Films for Automobile Parts

JIS D 0203-Method of Moisture, Rain and Spray Test for
Automobile Parts

JIS D 0205-General Rules of Weatherability for Automobile Parts
JIS D 5500-Lighting and Signalling Equipment for Automobiles
JIS R 5210-Portland Cement

JIS Z 8701-Specification of Colours According to the CIE 1931

Standard Colorimetric System and the CIE 1964 Supple-
mentory Standard Colorimentric System.

JIS Z 8722-Methods of Measurement for Colour of Reflecting or
Transmitting Objects

JIS Z 8902-Xenon Standard White Light Source
JIS Z 9106-General Code of Fluorescent Safety Colour
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