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Fork lift trucks — Overhead guards D 6021-1996

1. Scope This Japanese Industrial Standard specifies the strength, construc-
tion, dimension and strength test of the overhead guards fitted on the fork lift
rider trucks (hereafter referred to as "fork lift") except the overhead guards fitted
on order picking trucks.

Remarks 1. The load used in this Standard means mass.
2. The following standard is cited in this Standard.
JIS D 6201 Glossary of terms relating to fork lift trucks

3. The corresponding International Standards to this Standard are
as follows:

ISO 5353  Earth-moving machinery, and tractors and
machinery for agriculture and forestry-Seat index
point

ISO 6055  High-lift rider trucks—Overhead guards—
Specification and testing

2. Definitions For the purpose of this Standard, the definitions given in
JIS D 6021 apply. :

3. Strength The overhead guard shall not show remarkable fracture or
separation of parts when tested in accordance with 6.

In addition, the vertical permanent deformation shall not exceed 20 mm
measured on the underside of the upper parts within a 600 mm diameter circle
whose center is vertically above the center point of the seat index point of the
operator's seat adjusted to the neutral position (ISO 5353) or the center point of
the standing position. The damage that may occur on auxiliary fixture such as
mesh, toughened glass or transparent plastic plate shall be ignored (see Figure 1).
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