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UDC 629.114.3:629,113.013.8
. JAPANESE INDUSTRIAL STANDARD JIS
Shapes, Dimensions and Travel Angles of
Drawbar Eyes for Full Trailers D 6601-1986
1. Scope
This Japanese Industrial Standard specifies shapes and dimensions of
drawbar eyes used for connection of full trailer tractor with full trailer
(including semitrailer with dolly) exceeding 34.3 kN{3500 kgf} in automo-
bile overall load, and the travel angles of hook and drawbar eye single unit
to each other.
Remark: In this Standard the units and numerical values shown in
{ } are in accordance with conventional units and are
appended for informative reference.
2. Definitions

’ For the purposes of this Standard, the following definitions apply:

(1) rotation angle The angle around the vertical axis passing the
connecting point.

(2) pitch angle The angle around the horizontal axis vertical to the
central surface of vehicle passing the connecting point.

(3) roll angle The angle around the horizontal axis at a position in
the central surface of vehicle passing the connecting point.

(4) drawbar eye The ring mounted at the tip of connecting bar to be
used for connection with the full trailer tractor provided at front
part of full trailer.

(5) hook  The metal fitting for connection with drawbar eye provided
at rear part of full trailer tractor. There are pintle hook type
and bell mouth type.

. For informative reference, shapes of respective metal fittings
for connection are shown in Fig. 1 and Fig. 2.

Corresponding International Standard:

ISO 1102-1975-Road vehicles—Mechanical connections between towing
vehicles and trailers—Interchangeability

Reference Standards:

JIS D 4010-Mounting of Mechanical Coupling Devices on Rear Cross
Members of Trucks

. SAE J 847-Full Trailer Tow Bar Eye
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