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.- JAPANESE INDUSTRIAL STANDARD JIS
: Seven Conductor Electrical Connectors between D 6606-1976
Truck Tractors and Trailers (Reaffirmed: 1983)

1. Scope

This Japanese Industrial Standard specifies the seven conductor electrical
connectors to be used for conneciton of electric systems between truck tractors
and trailers, hereinafter referred to as the "electrical connectors".

Remark: In this Standard the units and numerical values shown in { }
are in accordance with the International System of Units (SI)
and, appended for informative reference.

2., Classification and Component Symbols

The classification and component symbols of electrical connectors shall
. be as given in Table 1.

Table 1
Component symbols
Classification
Socket Plug Cable( ')
Type I 7TS-1 7TTP-1
_ 7TC
Type II 7 TS-2 7 TP-2

Note (1) The cable (7 TC)shall be in accordance with
Appendix.

Applicable Standards:

JIS C 3005-Testing Methods for Rubber or Plastic Insulated Wires and

Cables
JIS C 3102-Annealed Copper Wires for Electrical Purposes
JIS C 3152-Tin Coated Annealed Copper Wires
JIS D 1601-Vibration Testing Method for Automobile Parts
JIS H 3201-Brass Sheets and Plates
JIS H 3422-Free Cutting Brass Rods and Bars
. JIS H 3731-Phosphor Bronze Sheets, Plates and Strip
JIS Z 2371-Methods of Salt Spray Testing
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D 6606-1976
3. Performance

3.1 Separation Load The separation load of plug shall be not more than
10 kgf {100 N }.

3.2 Insulation Resistance The insulation resistance between each terminal,
and between the terminal and the attaching metal fittings shall be not less
than 5 MQ.

3.3 Vibration Resistance Due to vibration in using condition, the component
members shall not be caused with deformation, loosening, cracks, abnor-
malities of contact parts.

3.4 Contact Resistance The contact resistance between each terminal of
socket and plug shall be not more than 0.05 Q.

3.5 Corrosion Resistance The metal surface, electroplated surface or
painted surface shall, even after the corrosion resistance test, be free from
formation of corrosion harmful to structure, swelhng', peeling off softening .
and exfoliation of painting film, etc.

4. Structure, Shape and Dimensions

The structures, shapes and- dimensions of sockets and plugs shall be
as follows: :

(1) For structure an example is shown in Attached Fig. 1 and Attached
Fig. 2.

(2) The cap of socket is easy in attaching and detaching of plug and of
such structure that it is not opened and closed, by vibration of car.

(3) The socket is provided with a draw-out stopping device so as the
plug not to fall down by vibration of car.

(4) The dimensions and shape shall be as shown in Attached Fig. 1 and
Attached Fig. 2. ‘

5., Appearance
The appearance shall be as follows:
(1) The parts having a fear of generating rust shall be applied with
suitable electroplating or painting, and, free from harmful defects

such as fissuring, unevenness, wrinkles, float, etc.

(2) The surface of gasket shall be free from harmful defects such as
unevenness, wrinkles, fissurings, etc.

(3) The insulating parts shall be free from harmful defects such as
wrinkles, cuts, crazings, etc,
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