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JAPANESE INDUSTRIAL STANDARD J1IS

Testing Method for Main Power Take-off D 6706-1976
Performance of Agricultural Tractors (Reaffirmed: 1984)

1. General Rules

1.1 Scope This Japanese Industrial Standard specifies the testing method
for the output performance under various loading conditions of main

power take-offs of agricultural tractors, hereinafter referred to as the
"take-off".

Remark: Those units and numerical values shown in braces { } in this
standard are based on the International System of Units (SI)
or units usable in combination with it and are appended
for reference.

1.2 Preparation for Testing

*

1.2.1 Specifications and History The specifications of the tractor
shall be written based on the specifications of JIS D 6701, and the history
of the tractor for the period from its manufacture to the testing shall be
recorded in the history table for agricultural tractors shown in Appended
Table 1.

In addition, it shall be checked before testing whether the main dimensions
and main parts provided are the same as those shown in the specifications.

1.2.2 Running-in The engine and power transmission system shall be
subjected to running-in before undertaking the test. _

1.2.3 Preparation The carbureter or fuel spray pump and speed
governer shall be arranged to the conditions specified by the manufacturer
of the tractor being tested. In the case of a spark ignition engine whose
air-fuel ratio is adjustable by the operator, this ratio shall be adjusted
to the condition suitable for normal operation and the results of adjustment
shall be recorded in the test results table for main power take-off per-
formance of agricultural tractors, hereinafter referred to as the "test result
table", shown in Appended Table 2.

1.2.4 Measuring Instruments for Testing The measuring instruments
to be used in the test shall be inspected and corrected before the test.

Those instruments shall not have errors exceeding the following
values.

(1) Number of revolutions 0.5 %
(2) Time 0.9 s
(3) Length - 0.5 %
(4) Force 28

Applicable Standard:

JIS D 6701-Standard Form of Specification of Agricultural Wheeled
Tractors :
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