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JIS D%b707 76 MW 4933bL04 0043271 & WA

UDC 629.114,2-473:629.113.072

JAPANESE INDUSTRIAL STANDARD JI8s
Testing Method for Drawbar Performance D 6707-1976
of Agricultural Tractors (Reaffirmed:1984)

1. General Rules

1.1 Scope This Japanese Industrial Standard specifies the testing method
for the drawbar performance of agricultural tractors,

Remark: The units and numerical values shown in braces { }in this
standard are based on the International System of Units (SI)
or the unit system usable in combination therewith and are
appended for reference.

1.2 Preparation for Test Preparations shall be carried out according to
the specifications of 1.2 in JIS D 6706.

2. Testing Gist and Recording

2.1 Test Running Course The test shall be performed on a running course
as shown below,

(1) For air-tire tractors, a horizontal and dry concrete-or asphalt-paved
running course with few seams.

(2) For iron-wheeled tractors and crawler tractors, a running course
consisting of a mowed horizontal and dry grassy ground or a
horizontal running course having an equivalent stickiness.

Alternatively, a treadmill, chassis dynamo, or the like may also
be used if it is able to give results comparable with those obtainable
by the above running course. '

2.2 General Basic Conditions

2.2.1 The speed control lever shall be fully opened during the test.

2.2.2 The test shall be performed at a speed within the safety limit of
the test apparatus.

2.2.3 The traction line shall be horizontal and the drawbar height shail
be kept constant over all through the test.
This height shall be selected within the following range:

(1) The height shall be such that the running direction can be controlled
when the maximum tractive force is being produced.

(2) The product of maximum tractive force and traction line height
shall be within 80 % of the product of static front wheel load and
wheel base.

Applicable Standard:

JIS D 6706-Testing Method for Main Power Take-off Performance
of Agricultural Tractors
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