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) JAPANESE INDUSTRIAL STANDARD JIS
. Tyre Gauges for Automobiles D 8201-1977
(Reaffirmed: 1983)
1. Scope
This Japanese Industrial Standard specifies the spring type tyre

gauges to be used for the measurement of air pressure of tyres for
automobiles, hereinafter referred to as the "tyre gauges".

Remark: The units and numerical values given in { } in this
standard are in accordance with the International System of
Units (SI), and are appended for informative reference.

2, Clasgification

The tyre gauges shall be classified into 3 classes as given in Table 1

. according to their uses, that is, for low pressure, for high pressure and
. for special uses(!l),

Table 1 Unit: kgf/cm?{kPa}

Class Scale range Minimum scale
For low 1 to 4 0.1 or 0.2
pressure {100 to 400} {10 or 20}
For high 1 to 10 0.2 for 1 to 4, 0.2 or 0.5 for 4 to 10
pressure {100 to 1000} | {20 for 100 to 400, 20 or 50 for 400 to 1000}
For sgecial 1 to 11 ‘0.1 for 1 to 4, 0,2 for 4 to 11
uses (') {100 to 1100} | {10 for 100 to 400, 20 for 400 to 1100}

Note (1) Values for special uses may be applied to the standard gauge
for measurement.

. 3. Construction

The tyre gauges shall be made up of the following components as a rule
(see Illustrative Fig.). Especially, the measuring port and valve shall
fit the valve port specified in JIS D 4207 without leakage.

,/. Applicable Standards: See page 5.
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