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JAPANESE INDUSTRIAL STANDARD _ @ JIS D 9402 : 1995

Front forks for bicycles

1 Scope This Japanese Industrial Standard specifies the front forks to be assembled with
bicycle frames specified in JIS D 9401 (hereafter referred to as “front fork™).

Remarks 1 The normative references to this Standard are as follows.

JIS B 0205 Metric coarse screw threads

JIS B 0207 Metric fine screw threads

JIS B 0209 Limits of sizes and tolerances for metric coarse screw threads
JIS B 0211 Limits of sizes and tolerances for metric fine screw threads
JIS B 0225 Cycle threads

JIS B 1501 Steel balls for ball bearings

JIS D 0202 General rules of coating films for automobile parts

JIS D 9401 Frame-assembly for bicycles

JIS H 8617 Electroplated coatings of nickel and chromium

2 The units and numerical values given in { } in this Standard are based on
the traditional units and are appended for informative reference.

2 Names of parts The names of parts of front fork and examples of materials mainly used
are shown in Attached Table 1 and Attached Figs. 1 and 2.

3 Strength When the front fork is supported at the fork stem on a Vee block, and applied
a load vertically on the axle attachment points to a deflection of 65 mm, as shown in Fig. 1, it
shall absorb a energy of at least 40 J {400 kgfscm}.

Furthermore, there shall be no breakage or cracks on any part of front fork.
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Remarks: For supporting the fork stem on the Vee block, the fork collar shall be avoided
from the block attaching points.

Fig. 1 Strength test Documents
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