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Foreword
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JAPANESE INDUSTRIAL STANDARD JIS E 3011 : 1988

Lettered symbols for railway signaling

1 Scope This Japanese Industrial Standard specifies lettered symbols to be used
in the drawing and the like relating railway signaling.

2 Construction of lettered symbols For the lettered symbols, alphabetical let-
ters are used in general. For application in a combination, they shall be arranged
as a lettered symbol representing the purpose being placed initially and that repre-
senting the name, in the end.

3 Lettered symbols

3.1 Lettered symbols for representing the purpose

Symbol Meaning

A Approach, Automatic

A Confirmative

Aq Adjusting

Al Alarm

B Non-excitation contact of neutral relay (Back contact)

C Check, Common, Change-over, Cutting, Control, Route selective, Contact,
Central, Concentrated

Ca Coded

D Down, Detective, Proceed signal (in three-position system) (Distant signal)

Dy Reduced speed signal

E Eastern, Electric

F Excitation contact of neutral relay (Front contact), Traffic direction, Frequency,
Crossing

F; Filament

Fl Flasﬁi-;lg

G Green

H Proceed signal (in two-position system) (Home signal), Main signal, Caution
signal (in three-position system), Signal control

Hy Speed restriction signal

I Interlocking

J ) Jdining

Normative reference:

JIS E 3012 Graphical symbols for railway signaling
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