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JAPANESE INDUSTRIAL STANDARD J1s
' Switch Lamps : E 3302-1955

1, .Scope
. This sbandard covers switch lamps to be used in railway signalling
(hereinafter referred to as the Mswitch lamp), provided that the switch
lamps other than those which may be 1it with 6il shall be excepted from this
standard, : . o
Lenses and glasses shall conform to JIS E 3303-Lenses, Colour Glasses and
Reflectors for Railway Signal, '

2. Classification g
The switch lamps.shall be grouped as given in Table 1.

" Table 1

Olassification. ASymbol Application
Switch lamp for ordinary ° For ordinary switch stand and
©oswiteh . - : CL spring switch stand’
Switch lamp for derailing For derailing switch stand

_ switeh DL,

3. Materials 7 .
2:1 The materials shall conform to Figs.. 1 to L.

3.2 The materials shall be smooth, and free from crack, flaw and strain.

L, Shape and Dimensions

L1 The shape of each part and principal dimensions shall conform to
Figs, 1 to 4. X S

4.2 Round head machine screws shall conform to Table l-Round Head Machine
Sorew, and to Table 3 - Flat Fillister Head Machine Screw in JIS B 1101~
Machine Serew, . ’

5,. Performance

: 5.1 The switch lamp shall stand & continuous use being free from any'
failure even when it is 1it with oil. o ' .
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