JIS
F0101-1994

Yacht - Application of wire ropes

1. Scope This Japanese Industrial Standard specifies the application standard of stainless steel wire ropes
used for hull outfitting of yachts as marine leisure with a length of 12 m or less (hereinafter referred to as
“wire rope”) on the basis of the rope diameters specified in JIS G 3540.

Remark:  This standard makes reference to the following standards:
JIS F 0044 — Pleasure boats-Vocabulary-Rigs
JIS G 3540 — Wire ropes for mechanical control

2.  Type and composition  Types and compositions shall be as given in Table 1. )

Table 1 Types and composition of wire ropes

Type. A B [
Composition One strand of Six strands of Six strands of
19 wires 7 wires with 19 wires with
cOmmon core common core
Symbol 1%19 Tx7 7x19
Section

3. Application standards  The application standards of wire ropes for uses shall be as given in Table 2.
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Table 2 Application standards of wire ropes for uses

Application Diameter of wire rope (mm)
25 30 4.0 5.0 6.0 7.0 8.0

Standing rigging Fore stay A A B, C AB A A A A

Side stay A A.B,C A

Backstay A A A A A A

Inner fore stay A A A A A A

Upper shroud A A A A

Lower shroud A A A A
Running rigging Running backstay A A A A A

Halyard B,C B,C 43 L5 = C C

Boom vang & B;C B

Clew out fall C C [ e C

Remarks: L. Although no requirements are specified in JIS G 3540 for wire ropes with a diameter of not less than 7.0 mm, they were
, selected in consideration of their availability in the market,
2. Terms and definitions showing the installation locations of wire ropes are in accordance with JIS F 0044, some additional
terms and their definitions are shown in Fig. 1.
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