JIS
F 0602-1995
Shipbuilding — Non-asbestos gaskets for cargo piping system — Application standard
1. Scope This Japanese Industrial Standard spéeifies the application standard for non-asbestos gaskets used
for cargo pipe flanges of a ship's hull.
Remark: In this standard, units and numerical values in | ] are in accordance with the conventional system of units, and are given

Tor reference only.

2. Application standard for gaskets  The application standard for gaskets is as given in Table 1. The name
of Nuids used in the Nuid division in Table 1 is as given in Table 2.

Table 1 Application standard of gaskets

Fluid division Service condition Gasket
Pressure MPa | Temperature Mame Symbol Thickness
{kef fem?) e i
Oil-family Auid 1.57 {16} 120 ~ =25 Mon-asbestos joint sheet HI 1.0-30
0,98 {10}
049 5} Non-ashestos joint sheet HJ Lo~ 3;_
-Ei:;s:ﬁlhn: mserted fluonne resin solid gasket | FS 1.5-30
Animal/plant 1.57 {16} 120 ~ =25 Non-ashestos joint sheet (%) HJ 1.0~ 30
dil:farmily fluid 0.98 (10} Fluorine resin enveloped gasket (2% FHS. FHF, FHM | 2.8
049 5) Mon-asbestos joint sheet () HJ 1.0 - 3.0
Gilass fibre inserted fAluorine resin solid gasket | FS 1.5-3.0
Fluarine resin enveloped gasket () FHS, FHF, FHM | 2.8
-b:i.}lvcnt 1.57 {16) 120~ =25 Fluarine resin enveloped gasket (')(%) FHS, FHF,FHM | 2.8
family fluid 0.98 {10]
0.49 { 5) Glass fibre inserted Nuorine lid gasker | FS 1.5~30
Fluorine resin enveloped gasket (1) FHS, FHF.FHM | 2.8
Liguified gas | 1.96 {20} 80~ —48 Metal insened expanded graphite gasker MK "‘E].S ~ 1.6
1.57{16] Mon-asbestos spiral wound gasket HUC 450r48
Mon-asbestos spiral wound gasket HUD 450r4.38
Expanded graphite spiral wound gasket KUD 450rd48
Fluorine resin spiral wound gasket FLUT» 450r48
098 (10} Non-asbestos joint sheet (*) HJ 1.0- 1.5
Metal inseried expanded graphite gasket MK 05-1.6
Mon-ashestos spiral wound gasket HUC 450r48
Mon-ashestos spiral wound g:lskcl- s HUD 450r4.8
Expanded graphite spiral wound gasket KUD 450r4.8
Fluorne resin spiral wound gasket FUD 450rd8
049 5) MNon-asbestos joint sheet HJ 1.0-1.5
Metal inserted expanded graphite gasket MK 05-16
Liquified gas 2 0.98 {10] B0 ~-196 | Metal inserted expanded graphite gasket MK 05-16
Expanded graphite spiral wound gasket Kup 450r48
0494¢ 5] Metal insented expanded graphite gasket MK 05-~16
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Notes: (') When gaskels with symbols FHS, FHF or FHM are used for piping inside a tank, it is desirable to use those with
symbals HUC, HUD, KUD, FUD or FS according to each pressure, because the core materials of the former group are
vulnerable to chemical actions. &

(2} When used for applications with a rating of 16K, consult with the gaskel manufacturer.

(%) When gaskets that conform 1o the requi of the Food Sanitation Law are needed, consult with the gasket
manufacturer,

(4} When used for applications with a rating over 10K, consult with the gasket manufacturer.,

Table 2 Applicable fluids

Unit: mm
Classification | Fluid division Name of fluid
of fluid
Fluid Oil-family fluid | Crude oil, naphtha (), gasoline (*), light fuel oil, kerosene, lubricating oil,

heavy fuel oil, hydraulic oil, mineral oil, jet fuel (%), lubricating oil additives

Animal/plant Linseed oil, tung oil, soya bean oil, turpentine oil, com oil, cotton seed oil,
oil-farmily fluid | beef tallow oil, lard oil, fish oil, molasses (%)

Solvent-family | Benzene, toluene, xylene, ethylene dichloride, styrene, methanol, cumene (7),
Auid ethylbenzene, ethylene glycol (%)

Liquified gas | Liquified gas | | Propane, butane, propylene, butadiene

Liguified gas 2 | Natural gas, ethane, ethylene, nitrogen

Notes: () In these Muids, solvent-family additives can sometimes be mixed. In such cases, gaskets might be adversely
affected depending on the mixing ratio. therefore consult with the gasket manufacturer,
(5} Although molasses are not animal/plant oils, they are included in this group for convenience.
(7} This is synonym for iso propyl benzene, and its chemical formula is CoHsCH(CHa)z.
(%) Although ethylene glycol is not a solvent, it is included in this group for convenience.

Documents

Document Sharing Hub

= 116 ==
Full document details: JIS F 0602-1995


http://avadocuments2026.com/doc/jis-f-0602-1995
http://avadocuments2026.com/doc/jis-f-0602-1995

