JIS

F 1010-1984 F 1010-1984

Yacht’s Horn Cleats

1.  Scope

This Japanese Industrial Standard specifies aluminium alloy horn cleats (hereinafter referred to as “cleat™)
used for mooring operation of small craft such as pleasure boats.

o Construction, Shape and Dimensions

The construction, shape and dimensions of the cleats shall be as shown in Figure and Table 1.

3. Materials
The materials of the cleats shall be as given in Table 2.

4. Surface Treatment

Anodic oxidation coating of JIS H 8601 quality 0-9+K1 or S-14*K2 or upward shall, as a rule, be applied
on the cleats.

5. Visuval Inspection

Visual inspection shall be carried out on the cleats, and then the cleats shall be free from such defects as
cracks and detrimental flaws.

6.  Designation

The cleats shall be designated by the title and nominal size. JIS number may be used in place of the title.

Example:  Aluminium Alloy Yacht's Horn Cleat 80 or JIS F 1010-80

Reference Standards:

JIS G 4315 — Stainless Steel Wires for Cold Heading and Cold Forging
| JIS H 5202 — Aluminium Alloy Castings

JIS H 8601 — Anodic Oxidation Coatings on Aluminium and Aluminium Alloys Documents
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Remark: Figure is shown as an example.
Figure
Table 1 Principal dimensions of Yacht's Horn Cleat .
Unit: mm
Body Fixing screw hole Reference
Nominal [ 1 =5 T B
; Reference —— I Dia. of applicable
size L = —{ commenst weed| N, D D, [ | Vinylon rope
L, B H H, H, T Ry Ry Ry | ™ (max.)
L
80 80 28 12] 1I5] 13| 65| 35 4| 35| 6 M 4 2 45 9 20 6
| |
100 100 28 15J 20 18 9| 4 6| 5 75| M 4 2 4.5 9 20 8
120 120 35 IQ[ 24 21 1] 5 7.6 95| M5 2 5.5 11 25 10
140 140 | 47 21 30 27 16| 6 8| 75 |105| M6 2 6.5 13 35 12
170 170 | 51 26 35 30 18| 7 9( 9 13 M 8 2 8.5 17 45 14
I
200 Zﬂtli 80| 28 35 20| 7 10| 10 14 M 8 2 8.5 17 16
- B SN B Jic
260 26('Ii 104 | 30 40 23| 8 12|12 15 M 10 2|1 | 2]! 80 18
Table 2 Material
No. Component Material
1 Body JISH5202 - ACTA -F
2 Countersunk head machine screw JISG 4315 - SUS 304 — WSA Documents
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