IS

F 1012-1984 F 1012-1984

Yacht’s Cross Bitts

1.  Scope

This Japanese Industrial Standard specifies stainless steel pipe cross bitts (hereinafter referred to as “cross
bitt™) used for mooring operation of small craft such as pleasure boats.

2. Construction, Shape and Dimensions
The construction, shape and dimensions of the cross bitts shall be as shown in Figure and Table 1.

3. Materials
The materials of the cross bitts shall be as given in Table 2.

4.  Visual Inspection

Visual inspection shall be carried out on the cross bitts, and then the cross bitts shall be free from detri-
mental defects and be welded soundly with the least strain as far as practicable on the external appearance.

5. Designation

The cross bitts shall be designated by the title and nominal size. JIS number may be used in place of the
title.

Example: Stainless Steel Pipe Yacht's Cross Bitt 125 or JISF 1012-125

Reference Standards:

JIS G 3459 — Stainless Steel Pipes
JIS G 4315 — Stainless Steel Wires for Cold Heading and Cold Forging Documents
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Figure
Table 1 Principal dimensions of Yacht’s Cross Bitt
Unit: mm
Reference Fixing bolt hole Reference
Nomisal =
H| & |B|D I 3 3 3 i Dia. of applicable
siee D‘gp, !""”rf';'f’ieaora‘!vwm:uw
baolt (max.)
125 f125 | 75 (110 | 34 | 27 e0 |28 |80 [ 3 [ 25| 3| 6| 3|3 3|3 |3 |me|as|e0 10
150 150 ) 140 427 27.2( 50 34 100 36 25 3 8 4 3 3 4 4 M 8 B3 m 14
00 [200 [115 | 190 | 605| 427 70 [ 50 (140 | 39| 36| 4 | 10| 5| 35| 4[5 [ 5 | MI0|N |0 18
250 250 |10 (240 | 763 605 86 [ 7O |19 | 52| 39| 4 | 12| 5| 4 4|6 |6 | Miz|13 [150
00 (300 | 165 (280 | 891| 76.3)100 | 86 |200 | 55| 52| 5| 15| 5| a 5| 75| 75| M1 |18 | 160
350 350 |205 (310 | 143 w5 (w00 (260 | 6 [ 55| 6| 15| 6|5 5175 75| Mi6 |18 |20
Table 2 Materials
No. | Component Material
Body JIS G 3459 — SUS 304 TP
2 | Fixingbolt | JISG4315 — SUS 304 — WSA Documents
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