JIS
F 1013-1987 F 1013-1987

Yacht’s Rigging Screws

1. Scope

This Japanese Industrial Standard specifies stainless steel rigging screws (hereinafter referred to as “rigging
screw”) installed on small craft such as pleasure boats.

2. Construction, Shape and Dimensions

The construction, shape and dimensions shall be as shown in Figs. 1 to 6.

3. Materials
The materials shall be as shown in Fig. 1.

4. Visual Inspection

The rigging screw shall be visually inspected and shall have smooth surface being free from such detrimental
defects as cracks and flaws.

5.  Designation

The rigging screw shall be designated by the title and nominal size (maximum diameter of applicable wire
rope). JIS number may be used in place of the title.

Example:  Yacht's Rigging Screw 3 or JIS F 1013-3

Reference Standards:

JIS B 0207 — Metric Fine Screw Threads

JIS B 1181 — Hexagon Nuts

JIS G 3459 — Stainless Steel Pipes

JIS G 4303 — Stainless Steel Bars

JIS G 4305 — Cold Rolled Stainless Steel Sheet and Plate

JIS G 4315 — Stainless Steel Wires for Cold Heading and Cold Forging
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No. Component Material
1 Body JIS G 3459 SUS 304TP or SUS 316TP
2 S JIS G 4315 SUS 304-WSA or JIS G 4303 SUS 316
a Eye bolt (right-hand thread)
4 Toggle JIS G 4305 5US 304 or JIS G 4303 SUS 316
5 Toggle pin
6 Connecting pin
7 Hexagon nut (right-hand thread) JIS G 4315 SUS 304-WSA or JIS G 4303 5US 316
8 Hexagon nut (left-hand thread)
9 Split pin

Fig. 1 Yacht’s Rigging Screw

Documents

Document Sharing Hub
Full document details: JIS F 1013-1987


http://www.avadocuments.com/doc/jis-f-1013-1987
http://www.avadocuments.com/doc/jis-f-1013-1987

