JIS

F 1016-1989

Yacht’s Thimbles

1.  Scope

This Japanese Industrial Standard specifies stainless steel thimbles (hereinafter referred to as “thimbles™)
used in small craft such as pleasure boats.

2. Construction, Shape and Dimensions

The construction, shape and dimensions of the thimbles shall be as shown in Figure.

3.  Materials
The materials of the thimbles shall be of JIS G 4305-5US 304,

4. Visual Inspection

The thimbles shall be visually inspected. The surface shall be smooth and free from detrimental cracks
and flaws.

5. Designation

The thimble shall be designated by the title, or JIS number, nominal size (nominal size of the maximum
applicable rope dia.).

Example:  Yacht's Thimble 2.5 or JIS F 1016-2.5
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2.5 4 2.5 12 9 21 17 1.5 0.5 0.8 |
3 4.9 3 14 10 26 19 2 0.5 1
4 6.2 4 18 12 33 24 2.5 0.5 1.2
5 7.8 5 21 15 39 29 3 0.5 1.5 |
6 8.8 6 26 18 47 36 3.5 1 1.5 l
] 11 8 28 20 53 40 4.5 1 2 |
10 14.2 10 38 25 71 49 5.5 1 2.5 |
12 17.2 12.5 42 28 78 55 6.5 1 2.5 |
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