JIS
F 1021-1992
Yacht’s life line

1. Scope This Japanese Industrial Standard specifies the stainless steel life lines used for preventing crew
members of motorboats and yachts from falling overboard (hereinafier referred to as “life line™).

Remarks: This Standard makes reference to the following standards:
JISF 1022 — Yacht's stanchions
JIS G 3540 — Wire ropes for mechanical control
JIS G 4308 — Stainless steel wire rods :
Reference: Stanchions according to this Standard shall be used in combination with yacht's stan-

chions specified in JIS F 1022,

2. Classification  Life lines shall be classified into 2 kinds of a 19-wires strands and a 7-wires 6-strands
with one common core by the composition of the wires in accordance with JIS G 3540.

3. Construction and dimensions  The construction of life lines shall be as given in Table 1, ensleeved in
lining materials of a uniform thickness.

Table 1 Construction

Composition 19 wires strands 7 wires 6 strands with one common core
Symbal 1x19 TxT
Sectional
shape

The dimensions of life lines shall be as given in Table 2.

Table 2 Dimensions

Nominal size Rope dia. (d) mm Symbol Qutside dia. of lining (D) mm
4 4 1x19 7
5! 5 Tx 7 8
6 6 TxT 9
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4. Materials The materials of life lines shall be wires conforming to JIS G 4308-SUS304, SUS316 or
equivalent.

The lining materials of life lines shall be soft polyvinyl resin and polyamide resin, which are weather-resis-
tant.

5.  Mechanical properties The mechanical properties of life lines shall be as specified in JIS G 3540-4.
The breaking loads of wires shall be as given in Table 3.

Table 3 Breaking loads

Unit: kN
Nominal size Breaking load
4 12,160 or more
5 15.887 or more
] 22.849 or more

6. Test and Inspection  Life lines shall be inspected in accordance with 10. and 11. of JIS G 3540, and the
relevant requirements shall be satisfied.
The linings of life lines shall be free from superficial flaws and bubbles that are detrimental for service.

7.  Designation The life lines shall be designated by title, JIS number and symbol.
Example: Yacht's life line 1%19 or JIS F 1021-1x19

8. Marking The life lines that have passed inspection shall be indelibly marked on the life lines or the lin-
ings with the title and nominal dia., or the JIS number and nominal dia.
Example: Yacht's life line 4 or JIS F 1021 4

Documents

Document Sharing Hub

166 —
Full document details: JIS F 1021-1992



http://avadocuments2026.com/doc/jis-f-1021-1992
http://avadocuments2026.com/doc/jis-f-1021-1992

