JIS
F 1022-1992

Yacht’s stanchion

1.  Scope This Japanese Industrial Standard specifies the stainless steel stanchions used for preventing crew
members of motorboats and yachis from falling overboard (hereinafier referred to as “stanchion™).
Remarks: This Standard makes reference to the following standards:
JISF 1021 — Yacht's lifelines
JIS G 3446 — Suainless steel tubes for machine and structural purposes
Reference: Stanchions according to this Standard shall be used in combination with Yacht's
Lifelines specified in JIS F 1021.

2.  Construction, shape and dimensions The construction, shape and dimensions of yacht’s stanchions
shall be as shown in Fig. 1.
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Unit:mm
Nominal size(") L L. i & R D T
612 610 330 — — — — g
552 550 300 103, 8.2, 1 or more 25 1.5 or more
502 500 270
501 - 500 —
451 450 —
Note('):  For easy of refi size, the inal size of yacht's stanchions is expressed in three
digits, of which the first two digits represent the length in centimetres and the last digit, the number of
holes for passing lifelines.

Remark: The dimensional deviations for L1 and Lz shall be £10mm.
Fig. 1

3. Materials The materials of stanchions shall be stainless steel conforming to JIS G 3446-SUS304 or
equivalent.
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4.  Visual inspection At visual inspections, yacht’s stanchions shall be verified to be free of defects that are
detrimental to use and be properly welded with least strain.

5. Designation The yacht’s stanchions shall be designated by title, JIS number and nominal size.
Example: Yacht's stanchion 612 or JIS F 1022-612

6. Marking The yacht’s stanchions that have passed inspection shall be indelibly marked with the title and
nominal dia., or the JIS number and nominal size.
E le: Yacht's hion 612 or JIS F 1022-612
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