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JAPANESE INDUSTRIAL STANDARD J1Ss

S~

Small Ships' Rudder Carriers F 1201-1971

1. Scope

This standard provides for rudder carriers for small ships use.

2. Classification

The rudder carriers shall be classified as given in the following Table.

Table
Type Bearing for thrust
A Plane bearing
{ B Ball bearing
3. Construction, Shape and Dimensions

The construction, shape and dimensions shall be as shown in Figs. 1 to 7 for type
A, and Figs 6 to 12 for type B other than the following requirements:

(1) Machine screws conform to JIS B 1101.
. (2)- Set screws conform to JIS B 1117.
(3) Stud bolts conform to JIS B 1173.
(4) Hexagon head bolts conform to JIS B 1180.

(5) Hexagon nuts conform to JIS B 1181.

Reference Standards:

JIS B 1101-Slotted Head Machine Screws
JIS B 1117-Slotted Set Screws
. JIS B 1173-Stud Bolts
‘ JIS B 1180-Hexagon Head Bolts
J ) JIS B 1181-Hexagon Nuts
JIS B 1301-Sunk Key
JIS B 1351-Split Pin
JIS B 1532-Thrust Ball Bearings with Flat Seat

JIS B 1574-Grease Cups

JIS F 7102-Application Standard of Packings and Gaskets to Piping System for
Marined Machinery

JIS G 3101-Hot Rolled Steels for General Structures
JIS G 4051-Carbon Steel for Machine Structural Use
JIS G 4303-Stainless Steel Bars

JIS H 3422-Free Cutting Brass Rods and Bars

AT T JIS H 5111-Bronze Castings . ’
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(6) Keys conform to JIS B 1301.

8

)

(7) Split pins conform to JIS B 1351,
) Thrust ball bearings with single flat seat conform to JIS B 1532.
)

9) Grease cups conform to JIS B 1574-BG 38 x PF 1/4.
4, Material
The materials shall be as given in Attached Table.

5. Designation

The rudder carriers shall be designated by title, type and nominal diameter,
JIS number may be used in place of the title.

Example : Small Ships' Rudder Carrier, Type A 100 or JIS F 1201-A100.

q
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Fig. 1. Type A, Assembly
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Remarks 1. The names of parts be in attached Table.

2. The bolt marked with (¥)shows reamer bolt.
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Fig. 2. Lower Bearer Type A
Unit: mm
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Remark : ‘The bolt marked with (¥) shows reamer belt.
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