JIS

F 2001-1995

Bollards

1. Scope This Japanese Industrial Standard specifies bollards for ship use.
Remark: This standard makes reference to the following standards;
JIS G 3101 - Rolled steels for general structure
JIS G 3106 — Rolled steels for welded structure
JIS G 3454 — Carbon steel pipes for pressure service
JIS G 3456 — Carbon steel pipes for high temperature service
JIS L 2701 — Manila and sisal fibre ropes

2. Construction, Shape and Dimensions  The construction, shape and dimensions shall conform to Fig.1

and also to the following requirements:

(1) The height of bedplate A is the minimum required. In the case of fitting the bollard directly on the steel
deck under planking, however, the top of bedplate shall be elevated above the deck plank by at least
15 mm as shown in Fig.1.

(2} The diameter of applicable rope gives for reference the maximum size of rope the strength of bollard
can permit.

(3) The fins for the convenience of rope handling may be fitted as specified by the purchaser.

3. Appearance  The bollard shall, in appearance, be free from defects such as crack, flaw detrimental to ser-
vice or rust, and of good finish.

4. Materials The materials shall conform to Table 1.

Table 1.
Mo. Component Material
i 5 JIS G 3106 — SM 400 B or SM 400 C, or JIS G 3101 — S5 400, JIS G 3454 - STPG
o 370 or STPG 410, or JIS G 3456 ~ STPT 370 or STPT 410
2 Bedplate JIS G 3106 — SM 400 B or SM 400 C, or JIS G 3101 - S5 400

5. Appearance Inspection  The bollard shall be visually inspected for appearance, and shall conform to the
requirements of 3.

6.  Designation of Product  The bollard shall be designated by the title, JIS number and nominal diameter
(affixed with N for fins if fitted).

Example:  Bollard 100 or JIS F 2001-100
Bollard 100 N or JIS F 2001-100 N

Documents
Document Sharing Hub
- 203 —
ull document details: JIS F 2001-1995



http://www.avadocuments.com/doc/jis-f-2001-1995
http://www.avadocuments.com/doc/jis-f-2001-1995

F 2001-1995

Full document details: JIS F 2001-1995

Unit: mm

Mot less
than 15

Il

Al

Fin {where fitted)

hy

Fig .1

— 204 —

Top of planking
{where provided)

AA

Documents

Document Sharing Hub



http://www.avadocuments.com/doc/jis-f-2001-1995
http://www.avadocuments.com/doc/jis-f-2001-1995

