JIS F%2002 7h BN 4933L08 0043900 O WE |

- _ UDC 629.12.015.64

JAPANESE INDUSTRIAL STANDARD

Cast lron lDog Type Chain
Cable Compressors

JIS F 2002+

Translated and Published

by

Japanese Standards Association

Documents

) Document Sharing Hub
Printed in Japan - 58
: .-

Full document details: JIS F 2002-1976 (1984)


http://www.avadocuments.com/doc/jis-f-2002-1976-1984
http://www.avadocuments.com/doc/jis-f-2002-1976-1984

JIS Fx200e2 7L WM 4933L04 0043901 2 WA

Translation without guarantee
In the event of any doubt arising, the original
standard in Japanese is to be evidence

Documents

Document Sharing Hub

Full document details: JIS F 2002-1976 (1984)


http://www.avadocuments.com/doc/jis-f-2002-1976-1984
http://www.avadocuments.com/doc/jis-f-2002-1976-1984

f'.JIs Fx2002 76 BB 4933608 0043907 4 BN

UDC 629.12.015.64

. - JAPANESE INDUSTRIAL STANDARD JIS
Cast Iron Dog Type Chain ‘ F 2002-1976
Cable Compressors (Reaffirmed: 1984)
1. Scope

This Japanese Industrial Standard specifies for cast iron dog type anchor
chain cable compressors for ships.

2. Class and Type

The classes and types shall be as given in Table 1.

Table 1

. Class Type Application
A Type a Joining shackles or Kenter shackles are
T led on the track in horizontal posture
ype b
B Type a Kenter shackles can be led in the
Type b track groove in vertical posture

Remarks 1. The classes are dlstmgmshed by the width of track
groove.

2. The types are distinguished by the form of track end.
: Type 'a' stoppers are used where the distance piece
-is not combined and Type 'b' stoppers are used where
the distance piece is combined.

Applicaeble Standards:
JIS B 1256-Plain Washers
JIS B 1351-Split Pins
JIS G 3505-Low Carbon Steel Wire Rods
. JIS G 4051-Carbon Steels for Machine Structural Use

JIS G 5501-Gray Iron Castings Documents
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