JIS
F 2006-1976 F 2006-1976

Open Chocks

1.  Scope
This Japanese Industrial Standard specifies open chocks for ship use.

2. Classification

The open chocks shall be classified according to material as given in Table.

Table
Class Symbol
Cast iron FC
Cast steel SC

3.  Construction, Shape, Dimensions and Materials
The construction, shape, dimensions and materials shall be as shown in Figs. 1 and 2.
4.  Designation

The open chocks shall be designated by the title, class and nominal size. JIS number may be used in place
of the title.

Examples: Open Chock, cast iron 150 or JIS F 2006 FC 150
Open Chock, cast steel 150 or JIS F 2006 SC 150

Reference Standards:

JIS G 3525 — Wire Rope

JIS G 5101 — Carbon Steel Castings

JIS G 5501 — Grey Iron Castings

JIS L 2701 — Hard and Bast Fibre Ropes
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R ) 1. The ial shall conform to FC 20 in JIS G 5501.
2. The calculated mass excludes that of bolts.
3. For applicable ropes; reference is made to No. 4 (6 x 24) of JIS G 3525, for wire
rope, to Group 1, Class 1 Manila rope of JIS L 2701, for hemp rope and to
Nylon rope for synthetic fibre rope.
4. Surfaces in contact with the rope in use shall be finished smoothly.
Fig. 1. Cast Iron
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