F 2010- 1982

1. Scope

JIS
F 2010-1982

Ships’ Rope Hole Covers

This Japanese Industrial Standard specifies ships’ rope hole covers fitted on exposed part of deck.

2. Construction, Shape and Dimensions

2.1 The construction, shape and dimensions shall be as shown in Figs. 1 to 3.

2.2 The wing nuts shall conform to those of 20 mm nominal diameter in JIS F 2312.

3. Materials

The materials shall be as given in Table:

Table
Mo, Component Material
1 Coaming JIS G 3101-85 41*
2 | Cover JIS G 3101-88 41*
3 Hinge
4 Hinge Steel plate
5 | Protective plate
6 Pin JIS H 3250-C3771BD or C3771BE
7 Gasket Age resisting rubber, or age resisting rubber and sponge rubber
8 | Padlock hanger Steel plate
9 Padlock hanger Steel plate
10 | Wing nut JISF 2312

Reference: For a ship built to the rules of classification society, the material marked with
* shall be that specified by the society.

4. Designation

The rope hole covers shall be designated by the title and nominal diameter. JIS number may be used in

place of the title.

Example:  Ships' Rope Hole Cover-450 or JIS F 2010-450

Reference Standards:

JIS F 2312 — Ships’ Butterfly Nuts
JIS G 3101 — Rolled Steel for General Structure
JIS H 3250 — Copper and Copper Alloy Rods and Bars Documents
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Remarks: 1. The height H and thickness t of coaming shall be determined by kind
and length of ship and place where fitted.
2. The dimension marked with * shall be the depth of deck beam.

Fig. 1. Nominal Diameter 450 mm (for Small Ship) Assembly
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