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‘ JAPANESE INDUSTRIAL STANDARD JIS

Cable Clenchesg F 2025-1976

1. Scope

This standard provides for cable clenches used for securing the anchor
chain cable end to the inside of chain locker.

5 2. (Clagsification

Cable clenches shall be classified as given in Table 1 according to the type.

Table 1
/. Description
A Detachable type
B Fixed type

- Applicable Standards:
JIS B 1180-Hexagon Head Bolts
' JIS B 1181-Hexagon Nuts
JIS B 1351-Split Pins
~JIS F 3906-Ships' Chainlets
JIS F 3907-Ships' Ring of Chainlet
JIS F 3908-Ships' Eye Plates for Chainlet
‘ JIS G 3101-Rolled Steel for General Structure
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3. Construction, Shape and Dimensions

The construction, shape and dimensions shall be as given in Fig. 1 and
Attached Table 1, and Fig. 2 and Attached Table 2.

4, Material

The materials shall be as given in Table 2.

Table 2
No. Parts Material
1 Body JIS G 3101-SS 41
2 Cover plate Steel plate ‘
Type A JIS G 3101-8S 41 and steel plate
3 Pin
| Type B
| JIS G 3101-8S 41
| 4 Stopper
5 Packing gland Steel plate
6 Check pin Steel bar and plate
7 Hexagon head bolt and nut
Steel bar
| 8 Stud bolt
| 9 Hexagon nut Brass
10 Gagsket Age-registing rubber Q
11 Packing Greased cotton
12 Chainlet, S-ring and eye Brass wire and steel wire
13 Split pin Brass wire
14 Locking plate for pin Steel plate ,
15 Hexagon head bolt Brass bar

5. Desigla__ation

The cable clench ghall be designated by title, type and nominal number.
JIS number may be used in place of the title. ‘

Example: Cable Clench, Type A 52 or JIS F 2025 A 52
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