F 2025-1992

1.  Scope
in the chain locker.

Remark:

JIS

F 2025-1992

Ships — Cable clenches

JIS B 1181 — Hexagon nuts
JIS B 1351 - Split pins

JIS F 3906 — Ships’ chainlets
JIS F 3907 — Ships’ S ring of chainlet

JIS F 3908 — Ships’ eye plates for chainlet
JIS G 3101 - Rolled steel for general structure

2. Classification

3.  Construction, shape, and dimensions

This Japanese Industrial Standard specifies cable clenches used for securing the anchor chains

This standard makes reference to the following standards.
JIS B 1180 — Hexagon head bolts

The cable clenches shall be classified as given in Table 1 according to the form.

Table 1
Type Form
A Detachable type
B Fixed type

The construction, shape and dimensions shall be as shown in

Fig. 1 and Attached Table 1, Fig. 2, and Attached Table 2.

4. Materials

The materials shall be as given in Table 2.

Table 2
No. Component Material
1 Body JIS G 3101-SS 400
2 Cover Steel plate
) Type A JIS G 3101-SS 400 and steel plate
’ pin Type B JISG 3_IOISS 400
4 Stopper ' JIS G 3101-SS 400
5 Packing gland Steel plate
6 Check pin Steel bar and plate
7 Hexagon head bolt and nut Steel bar
8 Stud bolt Steel bar
9 Hexagon nut Brass
10 Gasket Age resisting rubber
11 Packing Greased cotton
12 Chainlet, S-ring and eye Brass wire and steel wire
_ l?;— Split pin Brass wire
14 Check piece for pin Steel plate
15 Hexagon head bolt Brass bar
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5. Designation  The cable clenches shall be designated by the title or JIS number, type and nominal

number.
Example: Cable Clenches, Type A, 52 or JIS F 2025 A52

6. Marking The cable clenches shall be indelibly marked in a conspicuous place with the particulars
agreed upon between the both parties concerned.
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Unit: mm
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©- Nominal No. 52, 56
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Noeminal No. 60 ~ 102
- H: | Number of bolts 14
13 6
Section AA

Nominal No. 111, 120
Number of bolts 18

Remarks: 1. Hexagon head bolts shall conform to JIS B 1180, hexagon nuts to JIS B 1181.
2. Split pins shall conform to JIS B 1351.
3. Chainlets shall conform to JIS F 3906, S-rings to JIS F 3907 and eyes to JIS F 3908.
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