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UDC 629.12.015.64:672.67
. JAPANESE INDUSTRIAL STANDARD JIS

Roller Pawl Type Chain F 2027-1987
Cable Stoppers for
‘Grade 2 Chain Cable

1.  Scope

This Standard specifies the roller pawl type chain cable stoppers, hereinafter
referred to as the "chain cable stoppers" intended for the grade 2 chain cable,
which is installed mainly on larger ships, specified in JIS F 3303 and belonging to

a variation that uses kenter shackles for connection.

Remark:  The units and numerical values given in { } in this Standard are
based on the International System of Units (SI) and are appended
for informative reference.

‘ 2. Classification

The chain cable stopper shall be classified into four types as given in Table

1 according to the form of body and the material used for the side frames of the
body. .

Applicable Standérds:
JIS F 3303-Flash Butt Welded Anchor Chain Cables
JIS G 3101-Rolled Steel for General Structure
JIS G 4051-Carbon Steels for Machine Structural Use
JIS G 5101-Carbon Steel Castings
JIS G 5102-Steel Castings for Welded Structure
. JIS H 5111-Bronze Castings

Copyright by the Japanese Industrial Standards
Mon Auglid2ot8:b3ea%: R@khils: JIS F 2027 O

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/jis-f-2027-0
http://www.avadocuments.com/doc/jis-f-2027-0

JIS Fx2027 47 MM 4933608 004HO4E 4 N

2
F 2027-1987
Table 1
Material for side
Type Form of body frames of body
AC Cast steel
With track
AP Steel plate
BC Cast steel
Without track
BP Steel plate
3. Construction, Shape and Dimensions

The construction, shape and dimensions of chain cable stoppers shall be as
shown in Figs. 1 to 6, and shall conform to the following requirements:

(1) Where the side frames are made from steel plate; it shall be of welded
construction, and the thickness of steel plates and other factors shall be
determined to provide a strength equivalent to that of cast steel ones.

(2) In the case where balance weight and the like are provided for easy
operation of the pawl, a weight or the like shall be provided. The
recommended physical force necessary for operation is about 250 N {25.5

kgf}.

(3) In case an anchor stopper is attached to the chain cable stopper, the shape

of side frame of body may be modified.

(4) Where a balance weight is provided, it is recommended to equip a locking

pin to keep the pawl in open position.
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. 4, Material
The materials shall be as given in Table 2.
Table 2
Parts Parts Materials
No.

1 Side frame of body SIG 5101-SC 42 or JIS G 3101-SS 41

2 Cross beam Steel plate or section

3 Bush JIS H 5111-BC 6

4 Set screw | : Brass wire
' 5 | Roller - | JIS G 5101-SC 42

6 Bush | JI.S H 5111-BC 6

7 Set screw Brass wire

8 Roller spindle JIS G 4051-s 35 C

9 Grease nipple Brass

10 Locking plate ‘ Steel plate

11 Hexagonr head bolt Steel bar

12 Pawl JIS G 5101-SC 42

13 Paw!l spindle JIS G 4051-S 35 C

14 Hexagon head bolt aﬁd nut | JIS G 3101-SS 41
. 15 Washer | Brass plate

Remarks 1. In the case where SS 41 is used for side frame of body,
JIS G 5101-SCN 42 shall be used for the track in Type AP, while
SCW 42 or JIS G 4051-S 25 C shall be used for the pawl spindle
bearings and the roller spindle bearings in Types AP and BP.

2. JIS G 4051-S 25 C and S 35 C shall be given a suitable heat
treatment.
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