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1. Scope

B 4933608 0044094 4 mE

-UDC 621.869.6

JAPANESE INDUSTRIAL STANDARD JIS

Ships' Davits for General Use

F 2103-1974

This standard provides for ships' davits of 0.5 to 2 tons of safe working load foxr
general use, employed to lift drum
dation ladder, etc.

y Sueze search light, oil hose, provisions, accomo-

2, Construction, Shape and Dimensions

The construction, shape and dimensions shall be as shown in Figs. 1 to 4.

3, VMateria;l,

The materials shall be as given in the following Table:

Table
Né. l;-;érts; Material _
1 " Body JIS G 3101-SS 41
2 Heel piece JIS G 4051-S 25 C
3 Eye plate JIS G 3101-SS 41
4| Pateh JIS G 3101-SS 41
5 Eye for guy JIS G 3101-SS 41
6 Stand JIS G 3101-SS 41
7 Socket JIS G 3101-SS 41
8 7 Fraxhe Steel Vplat'e 7
9 7 Roller JiS H 5111-BC 6 or JIS H 3423-BsBFD 2
10 Axle " JIS G 4303-SUS 304
11 7 Check plate Steel plate 7
12 7 Hexa’gonr head bolt Brassrbarr 7
13 Cleat Steel plate and JIS G 3454-STPG 38
14 V’G-rease-r nipple Brass 7 7
Remarks 1. For the stand, JIS G 3454 (Carbon Steel Pipes for Pressure

Service)-STPG 38 or steel pipe of equal or superior strength

may be used.

2. ~Cleats be galvanized.

Applicable Standards:

JIS B 1180~-Hexagon Head Bolts

JIS B 2801-Shackles
JIS G 3101-Hot Rolled Steels for General Structures
JIS G 3454-Carbon Steel Pipes for Pressure Service
JIS G 4051-Carbon Steel for Machine Structural Use

JIS G 4303-Stainless Steel Bars

JIS H 3423-Brass Rods and Bar Suifable for Forging
JIS H 5111~Bronze Castings

Copyright by the Japanese Industrial Standards
Mon Augli220t8:td<0d: R@khils: JIS F 2103 0

. Documents


http://www.avadocuments.com/doc/jis-f-2103-0
http://www.avadocuments.com/doc/jis-f-2103-0

