JIS

F 2104-1995 F 2104-1995

Ships’ cranes for general use

1. Scope This Japanese Industrial Standard specifies ships' cranes of 4.9 to 14.7 kN safe working load for
general use.
Remark:  This standard makes reference to following standards:
JIS B 1180 — Hexagon head bolts and hexagon head screws
JIS B 1181 — Hexagon nuts and hexagon thin screws
JIS B 1351 — Split pins
JIS G 3101 — Rolled steels for general structures
JIS G 3454 — Carbon steel pipes for pressure service
JIS G 4303 — Stainless steel bars

2. Construction, Shape and Dimensions  The construction, shape and dimensions shall be as shown in
Fig. 1.

3. Materials  The materials shall be as given in Table 1:

Table 1
No. Compenent Material

1 Jib JIS G 3454 - STPG 370

2 Jib head piece

3 Jib heel piece

JIS G 3101 - S5 400

4 Eye plate

5 Gudgeon [or jib

6 Hexagon head bolt and nut JIS G 4303 - SUS 304 and JIS G 3101 - 85 400
7 Split pin Brass wire

8 Washer Brass plate

9 Stay JIS G 3101 - 85 400
10 Gudgeon for stay JIS G 3101 - 55 400
11 Hexagon head balt and nut JIS G 4303 - SUS 304 and JIS G 3101 - 55 400
12 Split pin Brass wire
13 ‘Washer Brass plate

Remark:  Where applicable, the materials shall conform to the requirements of the
Admi ation or Classifi Society.
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4. Tests and Inspection
4.1 Visual Inspection  The crane shall be free from defects in appearance and the welding shall be sound
and jib shall rotate smoothly.
4.2 Other Inspection  Where applicable, tests and inspection shall be carried out in accordance with the
requirements of the Administration or Classification Society.

5. Designation  The cranes shall be designated by the title and nominal number. JIS number may be used
in place of the title.
Example:  Ships' crane for general use 5- 10 - or JIS F 2104 - 5 -10. -

Tuming radius of jib (din)
Safe working load (kN)

6. Marking The crane shall be marked on a readily visible part of the crane with the safe working load.
Example: SWL SKN, SWL I0KN
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