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2.

UDC 629.12:621.86.061
JAPANESE INDUSTRIAL STANDARD JIs

Ships! Cargo Hooks F 2105-1979
(Reaffirmed: 1984)

Scope
This Japanese Industrial Standard specifies cargo hooks for ship use.

Remark: The units and numerical values given in { } in this standard
are in accordance with the International System of Units (SI),
and are appended for reference.

Classification

The cargo hooks shall be classified into three types A (with swivel),

B (with shackle) and C.

3.

Construction, Shape and Dimensions

The construction, shape and dimensions shall be as shown in Figs, 1to 7

and conform to the fo]lowmg requirements:

(1) The screw threads on the swivel shall be as'specified in JIS B 0207.

(2) The screw threads on the shackle and shackle bolt shall be as specified

in JIS B 0205.

(3) The shackle of type C shall be as specified in JIS B 2801.

Applicable Standards:

JIS B 0205-Metric Coarse Screw Threads

JIS B 0207-Metric Fine Screw Threads

JIS B 2801-Shackles

JIS G 3101-Rolled Steel for General Structure

JIS G 4051-Carbon Steels for Machine Structural Use
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4, Material

The materials shall be as shown in Figs. 1, 4 and 7.

5, Inspection
Inspection shall be carried out applying the load as given in the following

Table, and no fault shall be shown in every part. The posture of the ring
shall be as shown in the following Figure.

Figure Posture of Ring

Table . at the Test
Types Nominal ls’;fg working Proof load
load tf {kN} tf {kIN} ;
_~Ring
1 1{ 9.8} 2{ 19.6}
Type A 2 2{ 19.6} 4{ 39.2}
and B 3 3{ 29.4} 6{ 58.8}
5 5{49 ) 10{9 | N ‘
10 10{98 } 20{196 } Load eld section
Type C 15 15{147 } 30{294 }
20 20(196 } 401392 )

6. Designation

The cargo hook shall be designated by title of standard, type and nominal
load. JIS number may be used in place of the title.

Example: Ships' Cargo Hook Type A 1 or JIS F 2105 A 1.

7. Marking
The following items shall be stamped on a readily visible part of the look:

(1) Safe working load, proof load and year and month of test.

(2) Manufacturer's name or its abbreviation.

Marking manner
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