. STD.JIS F 2201-ENGL 1990 WM 4933L08 O5440L0 Bn'.’;H -

UDC 629.12:621.873

This standard was revised in 7, 1990

JAPANESE INDUSTRIAL STANDARD

Ships’ Derrick Booms

JIS F 2201 -ws

This copy is an English version of Japanese
Industrial Standard prepared by Japanese
Standards Association, the copyright holder.
Any further reproduction without permission
is prohibited.

Translated and Published

by

Japanese Standards Association

Documents

) Document Sharing Hub
Printed in Japan 118

Full document details: JIS F 2201-1985 (1990)


http://avadocuments2026.com/doc/jis-f-2201-1985-1990
http://avadocuments2026.com/doc/jis-f-2201-1985-1990

STD.JIS F 2201-ENGL 1990 MM 4933kL08 0544011 7.0 HH

Translation without guarantee
In the event of any doubt arising, the original
standard in Japanese is to be evidence

Documents

Document Sharing Hub

Full document details: JIS F 2201-1985 (1990) . _ _ _ L


http://avadocuments2026.com/doc/jis-f-2201-1985-1990
http://avadocuments2026.com/doc/jis-f-2201-1985-1990

STD-JIS F 2201-ENGL 1990 EE 4933L0A& 0544012 L57? ENE

UDC 629.12:621.873
JAPANESE INDUSTRIAL STANDARD J1S8

Ships' Derrick Booms F 2201-1985

1. Scope

This Japanese Industrial Standard specifies ships' steel plate derrick
booms, hereinafter referred to as the "derrick boom".

Remark: The units and numerical values given in { } in this standard
are in accordance with the International System of Units (SI),
and are appended for reference.

2. Constitution

The derrick boom shall be cdmposed of a body, head fittings and heel
fittings.

3. Combination

The combination of bodies and fittings of derrick booms, according to
the safe working load, shall be as given in Table 1.

Applicable Standards: See page 17.
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Table 1
Nominal |Safe working Code
desig- |load of err‘i}ck Nominal No. of body of derrick boom
nation [boom tf (kN Head Heel
fittings|fittings
1070, 1075 : IT1 1H1
1t 1{9.8} 1080, 1085, 1090, 1095, 1100 1T2 1H2
1105, 1110, 1115, 1120, 1125 1T3 1H3
2070. 2075. 2080, 2085. 2090, 2095, 2100, 2105 2T1 2H1
2t 2 {19.6}
2110, 2115, 2120, 2125, 2130 ' 2T2 2H2
3080, 3085, 3090, 3095, 3100, 3105, 3110, 3115, 3120,
3T1 3H!
3t 3 {294} 3125, 3130, 3135, 3140
3145, 3150, 3155 3T2 3H2
5100, 5105, 5110, 5115, 5120, 5125, 5130. 5135, 5140 5T1 SH1
S5t 5 {49.0} :
5145, 5150, 5155, 5160 5165, 5170 5T2 SH2
10110, 10115, 10120, 10125, 10130, 10135, 10140, 10145, )
10T1 10H1
10t 10 {98.1} 10150, 10155, 10160, 10165, 10170, 10175
10180 ’ 10T2 10H2
15130, 15135, 15140, 15145, 15150, 15155, 15160, 15165,
15t 15 {147.0} 15T 15SH
15170, 15175, 15180

Remarks 1. The nominal number of body of derrick boom represents
the safe working load and the effective length of the

derrick boom.

2. The code for fittings represents the safe working load
of derrick boom and kind of fittings by letter.

4. Construction, Shape and Dimensions

The construction, shape and dimensions shall be as shown in Attached
Figs. 1 to 5 and Attached Tables 1 to 6.

5. Material

The materials of derrick boom shall be as given in Table 2.

Documents

Document Sharing Hub

Full document details: JIS F 2201-1985.(1990)


http://avadocuments2026.com/doc/jis-f-2201-1985-1990
http://avadocuments2026.com/doc/jis-f-2201-1985-1990

STD.JIS F 2201-ENGL 1990 EE 4933608 0544014 427 HE

3
F 2201-1985
Table 2
Part No. Name of part Material

1 Derrick boom body JIS G 3101-8SS 41 *

rs JIS G 3201-SF 45 A or
2 .Flttmgs for block JIS G 5102-SCW 42
3 Fittings for guy JIS G 3101-SS 41

JIS G 3201-SF 45 A or

4 | Heel eye JIS G 5102-SCW 42
5 Bolt and hexagon nut JIS G 4051-S 25 C
6 Split pin Brass wire
7 Stopper Steel plate

Reference: For the ships to be applied the rules of classification society,
the material marked with * shall be the standard material
specified by the .society.

6. Designation

The derrick booms shall be designated by title, type and nominal number

of the derrick boom body.

JIS number may be used in place of the title.

Example: Ships' Steel Plate Derrick Boom 1070 or JIS F 2201-1070

7. Marking

The safe working load and the restricted angle shall be marked in large
letters on an easily visible place of the derrick boom after the cargo handling

test has been finished.

(U) shall be added to the end.

Example 1: §
Example 2: S

Full document details: JIS F 2201-1985 (1990)

.W.L. 10 MT-15 DEG
.W.L. 3 MT-40 DEG (U)

Further, in case of the burtoning method, the symbol
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Attached Fig. 1. Derrick Boom Body
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Remarks 1. The diameters of the body of derrick boom denote the

Full document details: JIS F.2201-1985 (1990) ---— - - _—

outside diameters of the main plate..

The doubling plate and end plate attached to the head of
derrick boom shall be of the same thickness as the main plate.

The backing strap is unnecessary when the "uranami" welding
method is applied.

The transverse butt may be arranged in any position for
a derrick boom of uniform outside diameter. It is recom-
mended, however, that the position of butt shall not be in
the middle portion but near the heel as far as possible.

The shape and dimensions of the cargo fall carrier shall be
as shown in Reference Figure.
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