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Ships’ Manholes

1. Scope
This Japanese Industrial Standard specifies manholes for ships.

2.  Classification
The manholes shall be classified into three types A, B and C according to the construction and shape.

3.  Construction, Shape and Dimensions
The construction, shape and dimensions shall be as shown in Figs. 1,2 and 3.
The welding shall be carried out, carefully with skilful workmanship.

4.  Appearance
The manoles shall be free from any distortion or flaw detrimental to their purpose.

5.  Materials
The materials shall be as given in the following Table.

Table
No. Component Material
1 Cover JIS G 3101-8S 41 or JIS G 3106-SM 41
2 Coaming or base plate JIS G 3101-85 41 or JIS G 3106-SM 41
3 Gasket Qilproof rubber or age-resisting rubber
4 | Hexagon head bolt or singleend | giee] bar or JIS G 4303-SUS 304
] Hexagon nut Steel bar, brass bar or JIS G 4303-5US 304

Reference: For ships applied with the rules of a Classification Society, materials of
manholes as required by the rule, shall be the standard material specified
by the society.

6.  Visual Inspection
The manoles shall be visually inspected and shall satisfy the requirements specified in 4.

7.  Designation

The manhole shall be designated by title, type and inal size. JIS ber may be used in place of the
title.
Example: Ships® Manhole Type A 4535 or JIS F 2304 A 4535
Reference Standards:

JIS B 1180 — Hexagon Head Bolts

JIS B 1181 — Hexagon Nuts

JIS G 3101 — Rolled Steel for General Structure
JIS G 3106 — Rolled Steel for Welded Structure
JIS G 4303 — Stainless Steel Bars

Documents

Document Sharing Hub

L Full document details: JIS F 2304-1989


http://www.avadocuments.com/doc/jis-f-2304-1989
http://www.avadocuments.com/doc/jis-f-2304-1989

. F 2304-1989

Unit: mm
5 Details of securing part
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Unit: mm
Hole Coaming Cover Reference |
Nominal No.of |———+
size , 2 bolts Calculated
£ B L B, L.* B,* L, By mass
(kg) |
4535 450 350 480 380 550 450 620 520 20 52.9
5040 500 400 530 430 GO0 500 670 570 22 60.5
6 040 600 400 630 430 T00 500 70 570 24 69.5 |
6045 600 450 630 480 T00 550 770 620 24 73.1 |
Remarks: 1. Bolts shall conform to JIS B 1180, and nuts to JIS B 1181-Class 1. . |
2. The dimensions marked ®*1 and #2 may be changed subject to the agreement
between buyers and sellers concerned, according to the place where to install. |
3. When the dimensions marked ¥2 are changed, those marked #3 shall also be
changed accordingly.
4, Dimensions in parentheses may be modified according to the place to where to
install.
5. Grips shall be fitted as required by the purchaser.
Refi The di jons *1 and *2 shall conform to the rules of a Classification Society,
if applicable.
Fig. 1. Type A
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