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JAPANESE INDUSTRIAL STANDARD JIS

Watertight Sliding Doors F 2314-1968
(Reaffirmed: 1971)

1. Scope

This standard provides for watertight sliding doors for the doorway leading to
shaft tunnel from engine room in ships.

2, Classification

The sliding doors shall be classified as given in the following Table :

Table

Type Symbol Ng irgemal

900
Vertical type v 1000
1200

900

Horizontal type H 1000
' 1200

3. Construction, Shape, Dimensions and Material

The construction, shape, dimensions and materials shall be as shown in Figs,
1 to 4, and shall conform to the following requirements:

(1) Hexagon nuts to JIS B 1181.

(2) Metric coarse screw threads to JIS B 0205, and 29° trapezoidal screw
threads to JIS B 0222,

4, Hydraulic Test

The sliding doors shall be tested by suitable means under a hydraulic pressure
of 0.2 kg/ em? and there shall be found no sign of leakage.

5. Designation

The sliding doors shall be designated by title, type and nominal size, JIS
number may be used in place of the title.

Example: Watertight sliding door, vertical type 900 or JIS F 2314 V 900

Reference Standards:

JIS B 0205-Metric Coarse Screw Threads

JIS B 0222-28° Trapezoidal Screw Threads

JIS B 1181-Hexagon Nuis

JIS G 3101-Rolled Steel for General Structure

JIS G 4051-Carbon Steel for Machine Structural Use
JIS G 5501-Grey Iron Castings

JIS H 5111-Bronze Castings

Documents

Copyright by the Japanese Industrial Standards

Mon Augll22021i03c37: Gk



http://www.avadocuments.com/doc/jis-f-2314-0
http://www.avadocuments.com/doc/jis-f-2314-0

