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JAPANESE INDUSTRIAL STANDARD - JIS
Ships! Steel Weather-tight Doors - F 2318-1965
1. Scope | N |
| Tnis standard 'provides for' 's-hip_s‘. steei vs}eatherétight doors which are used for
' the doorway in the break bulkhead of ships having a length of 90 m (L) (1) or more

and in the Wall of deck houses and Others hereinafter referred to as the ""doors".

Note (1) The length (L) shall be in accordance with that 1a1d down in Japanese
Regulation for the Constructlon of Steel Ships.

2. Classtfication,

"The doors shal_l be classified into four olas's"es' as given in Table 1.

Table 1

Class : .~ Apphcatlon

Doors in the bridge front bulkhead and the unprotected
A bulkhead of poops 0.4 L or more in length or in poops
which enclose engine opening.

Doors in the poop bulkhead partially protected, or in ‘
B the poop bulkhead 0. 4 L or less in length and not -
" enclosing the engine opening.

C Doors in afterend the break bulkhead of the brldge and

forecastle.

D Doors in the deck house above superstructure, .

3. Material

The materials shall be as given in Table 2.

Table 2

No, Parts . ~ Material . : ~ Standard

1 | Door plate 8S41P JIS G 3101
2 | Packing keep | Steel plate or steel bar ' -
3 | Gasket - Age-regIStmg synthetic rubber -

‘4 | Stiffener I ssatp - JIS G 3101
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4, Construction, Shape and Dimensgions

The construction, shape and dimensions shall be as shown in Figs. 1 to 6, and
conform to the following requirements:

(1) The right opening (symb‘ol R) shall mean the door to be opened to the right
as seen when facing the door, and the left opening (Symbol L) to the left,

(2) The size of doorway and door, the thickness of door plate and the size of
stiffener shall be as given in Table 3,

(3) The fittings attached to the door shall conform to JIS F 2316, Clips used
for Classes A and B shall be type A, and for Classes C and D shall be
types A and B.

(4) TFigs. 1 to 5 show the right opening, therefore in the case of left opening
the arrangement of fittings should be reversed.,

(5) The door shall be fitted with the lock hanger, check clip and hook if
necessary, :

(6) The position of handle shall be determined according to the height of the
sill,

5. - Designation

The doors shall be designated by title, class, nominal number, thickness of
door plate, size of stiffener, direction of opening and type of clip. JIS number
may be used in place of the title,

As for the Classes C and D, the thickness of door and size of stiffener shall be
omitted,

Examples 1. Ships' steel weather-tight doors A 1360-9-90 x 9 R or
JIS F 2318 A 1360-9-90 x 9 R, :
2, Ships' steel weather-tight doors C 1360 LA or
JIS F 2318 C 1360 LA.
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