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. JAPANESE INDUSTRIAL STANDARD JIS

Fittings for Small Ships' F 2330-1975
Weathertight Steel Door

1. Scope

This standard provides for the clips and hinges for weathertight steel door
to be used in the doorways in bulkheads, etc. of small ships.

2. Classification

The clip shall be classified as given in the following Table:

Table
Type Description
. A Clip fitted to coaming
B Clip fitted to door
3. Construction, Shape and Dimensions

The construction, shape and dimensions shall be as shown in Figs. 1to 7
and comply with the following *equirements:

(1)  Set screws shall comply with JIS B 1117.
(2) Hexagon nuts shall comply with JIS B 1181, Class 1.
(3) Spring washers shall comply with JIS B 1251.

(4) Plain washers shall comply with JIS B 1256.

Applicable Standards:

JIS B 0205-Metric Coarse Screw Threads

JIS B 0207-Metric Fine Screw Threads

JIS B 1117-Slotted Head Set Screws

JIS B 1181-Hexagon Nuts

JIS B 1251-Spring Lock Washers

JIS B 1256-Plain Washers

JIS G 3506-High Carbon Steel Wire Rods

JIS H 3423-Brass Rods and Bars Suitable for Forging
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4. Material
The materials shall be as shown in Figs. 1, 4 and 7.
5. Designation

The fittings shall be designated by title and type. JIS number may be used
in place of the title.

Examples 1. Fittings for Small Ships' Weathertight Steel Door, Clip
Type A or JIS F 2330, Clip A

2, Fittings for Small Ships' Weathertight Steel Door, Hinge
or JIS F 2330, Hinge

Fig. 1 Assembly Plan of Clip, Type A

Unit: mm .
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Remark: This clip is designed referring to the X marked dimensions,
which may be variable with appropriate modification of the A
marked dimensions in Figs. 2 and 7. ' .
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