JIS

F 2331-1999

Shipbuilding - Covers for tank cleaning holes

1. Scope This Japanese Industrial Standard specifies tank cleaning hole covers (hereinafter referred to as
“cover”) used for ships.

1 Reference standards  This Standard makes reference to the following Japanese Industrial Standards.
JISB 1173 Stud bolts :
JISB 1183 Domed cap nuts
JIS G 3101 Rolled steel for general structure
JIS G 4303 Stainless steel
JIS H-32500  Copper and copper alloy-rods and bars

3. Construction, shape and dimensions The construction, shape and dimensions shall be as shown in
Attached Fig. 1.

4. Materials The materials shall be as given in Table 1.

Table 1
No. Component Material
Body JIS G 3101-55400
Stud bolt JIS G 4303-5US304
Hexagon cap nut JIS H 3250-C3604 or C3604BE
Gasket Oil- and heat-resi synthetic rubber
Washer JIS G 3101-55400
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5. Designation  The covers shall be designated by JIS title or number and type.
Example: Covers for tank cleaning holes - 320 or JIS F 2321-320

6. Marking The cover shall be marked indelibly at a conspicuous part with the particulars agreed between
the parties concerned.
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Unit: mm
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In case of welded stud
Opening hole Cover Washer | No.of bolts | Reference
Nominal dia. Calculated
P - o b i mass (kg)
320 320 460 400 350 10 29.6
400 400 540 480 430 12 38.2
Reference| 450 450 590 530 480 12 439

Remarks: 1. Nominal dia. 450 is given for reference only.
2. Stud bolts shall be similar to JIS B 1173,
3. The threaded bottom part of stud bolts may be welded.
4. Hexagon cap nuts shall be Type 2 of JIS B 1183, but Type 1 may be used.
5. Hexagon nuts may be used instead of hexagon cap nuts.
6. The leg length of weld (asterisked part) shall conform to the requirements of a classification society.
7. Calculated mass of one set is given for reference only.

Attached Fig. 1 Construction, shape and dimensions of covers
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