JIS
F 2333-1991

Non-weathertight steel doors for small ships

1.  Scope This Japanese Industrial Standard specifies non-weathertight steel doors used in doorway of
stores, etc. of ships with length (L) of 90 m in accordance with the Regulations for Construction of Steel
Ships (hereinafter referred to as “door™).

Remarks:  This standard makes reference to the following standards:
JIS B 1256 — Plain washers
JIS B 1351 - Split pins

2. Classification  The doors shall be classified into two types A and B according to the shape of door
periphery.

3. Construction, shape and dimensions and materials  The construction, shape, dimensions and materials
shall be as shown in Figs. 1 to 3.

4. Designation  The doors shall be designated by the title or JIS number, type nominal number and
direction of opening,.
Example: For type A, size of opening 1100 x 500, right-hand opening: Non-weathertight steel door for small ships A 1150R or
JISF2333A 1150R

5. Marking The door shall be marked indelibly in a conspicuous part with the particulars agreed upon
between the parties concerned.
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Unit: mm
Nominal Size o opening Door Calculated
No. Height Breadth H B h h mass (kg)
1150 500 520 207
1155 1 100 550 1120 570 300 350 . 22.7
1 160 600 620 247
1250 500 520 225
1255 1 200 550 1120 570 as0 400} 247
1260 600 620 26.8
1 350 500 520 244
1355 1300 550 1320 570 400 450 26.8
1 360 GO0 620 29.1
1 450 500 520 26.3
1 455 1 400 550 1420 570 450 500 28.8
1 460 GO0 620 #1a

Remarks: 1. Material shall be steel plate.

2. The right-hand opening (R) are given in the figure, in the case of lefi-hand opening (L) arrange-
ment of fittings shall be reversed.

3. Door shall be fitted with a catcher hook as necessary.

4. Either a clip or rim lock may be used for the door.

5. Nominal number represents first two figures for height (cm), last two figures for breadth (cm).

6. Calculated mass shows door plate only of type A

Fig. 1 Assembly
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