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JAPANESE INDUSTRIAL STANDARD JIS

Ships' Light Construction Non-opening Scuttles F 2404-1975

1. Scope

This standard provides for non-opening scuttles to be used for ships' deck
houses, skylights, doors etec.

2. Classification

The non-opening scuttles shall be classified as given in the following Table:

Table
Tvpe Material of frame Glass Guard bar
yP (Symbol) (Symbol) (Symbol)
FC 15 (F)
A YBsCl (C)
ACTA-F (A) Fitted (G)
Toughened glass Not fitted
B Steel plate Wired glass (W)
Brass plate (P)
C YBsC1 (C) Not fitted
ACTA-F (A)

3. Construction, Shape, Dimensions and Material

The construction, shape, dimensions and materials shall be as shown in
Figs. 1 to 3. '

4, Glass
The glass pane shall be of toughened glass or wired glass.

5. Designation

The non-opening scuttles shall be designated by title, type, nominal size and
the symbol for frame material, kind of glass and the symbol for guard bars. JIS
number may be used in place of the title.

Example: Ships' Light Construction Non-opening Scuttles, Type A,
150 FWG or JIS F 2404, A 150 FWG.

Applicable Standards:
JIS B 0205-Metric Coarse Screw Threads

JIS B 1135-~Slotted Head Wood Screws

JIS B 1181-Hexagon Nuts

JIS G 5501-Grey Iron Castings

JIS H 4040—A1uinini_urn and Aluminium Alloy Rods, Bars and Wires

JIS H 5101-Brass Castings

JIS H 5202-Aluminium Alloy Castings ,

JIS H 8601-Anodic Oxidation Coatings on Aluminium and Aluminium Alloys B
JIS R 3204-Wired Glass
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