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JAPANESE INDUSTRIAL STANDARD JIS

Gooseneck Ventilators F 2408-1974

1. Scope
This Japanese Industrial Standard provides for ships' gooseneck ventilators.

2. Classification

The gooseneck ventilator shall be classified as given in the following Table:

Table
Type Form of section
A Circular
B Elliptic

3. Construction, Shape, Dimensions and Material

The construction, shape, dimensiens and materials shall be as shown in Figs. 1
to 3.

4. Height of Coaming

The height of coaming H shall be determined as specified by the purchaser.

5. Designation

The gooseneck ventilators shall be designated by title s type and nominal size,
JIS number may be used in place of the title,

Bxamples 1. Gooseneck Ventilator A 80 or JIS F 2408 A 80
2. Gooseneck Ventilator B 120 x 80 or JIS F 2408 B 120 x 80

Applicable Standards:

JIS B 1101-Slotted Head Machine Screws

JIS B 1351-Split Pins

JIS B 2305~-Steel Butt~-Welding Pipe Fittings for Special Use

JIS F 2310-Ships!' Butterfly Nuts

JIS G 3101~Rolled Steel for General Structure

JIS G 3454~Carbon Steel Pipes for Pressure Service
Reference Standards:

JMS 3905-Fitting Method of Ships' Wire Netting

JMS 3906-Application Standard of Ships! Wire Netting
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