JIS

F 24081991 F 2408-1991

Gooseneck ventilators

1. Scope This Japanese Industrial Standard specifies ships’ gooseneck ventilators (hereinafter refered
to as “ventilator™).

Remarks: This standard makes reference to the following standards:
JIS B 1101~ Slotted head machine screws

JIS B 1351- Split pins

JIS B 2312- Steel butt-welding pipe fittings

JIS F 2312- Ships’ butterfly nuts

JIS G 3101 - Rolled steel for general structure
JIS G 3454 Carbon steel pipes for pressure service

2, Classification  The ventilators shall be classified as given in Table 1.

Table 1

Type Shape of section

Circular

B Elliptic

3. Construction, shape, dimensions and materials  The construction, shape, dimensions and materials
shall be as shown in Figs. 1to 3.

4.  Designation The ventilators shall be designated by the title, type and nominal size. JIS number may
be used in place of the title.

Examples: 1. Gooseneck Ventilator A 80 or JIS F 2408 A 80
2. Gooseneck Ventilator B 120 X 80 or JISF 2408 B 120 x 80

5. Marking The ventilator shall be marked indelibly in a conspicuous part with the particulars agreed
upon between the parties concerned.
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Unit: mm
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No. Component Material r I
1 Coaming JIS G 3101 2 g% z&r i :
2 Cover Steel plate |
3 Butterfly nut Brass |
4 Hinge Steel plate |
5 Axle Brass bar I
6 | Gasket Age-resisting rubber |
7 | Gasket retainer Steel plate |
E] Stopper Steel plate I
9 ﬁ{ggﬁgg‘;‘%w Brass or stainless steel |
10 Split cotter pin Brass wire |
11 Rat proof wire net | Stainless steel |
Reference
Nominal | C0omin8 Saver Gasket ool e Calculated
size Nass
D Hy D, f D, D, c D, Dy d hy Iy (kg)
80 89.1 70 106 4.5 104 68 Mi2 80 25 14.2
100 1143 70 130 4.5 130 60 73 ] 90 Ml6 100 30 213
150 165.2 90 180 4.5 180 105 120 105 135 M6 100 30 398
200 216.3 110 232 4.5 232 145 165 145 165 Ml6 100 30 59.6
250 267.4 130 284 4.5 284 195 215 195 215 Mil6 100 kI 79.5
Fig. 1 Gooseneck Ventilator, Type A Documents
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